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A b s t r a c t

Q uantum  dot lasers are becoming increasingly technologically important. It is 

therefore essential to understand the factors affecting their current performance and be 

able to predict future performance.

The gain and unamplified spontaneous emission spectra have been measured for a 

selection o f quantum dot devices and a quantum well device. The quotient o f the gain 

and spontaneous emission spectra were used to calculate the P F spectra and investigate 

the carrier distribution within the devices. Whilst the quantum  well device and devices 

with one or three layers o f  dots exhibited characteristics consistent with Fermi-Dirac 

statistics, devices with m ore layers dots produced an unusual set o f  spectra, determined to 

be due to a non-therm al distribution o f carriers in the ground state by looking at the 

unamplified spontaneous emission spectra.

A model was developed to investigate the effects o f non-therm al carrier distributions 

on the calculated P F spectra. From this it was deduced that it was possible to use a fit o f a 

thermal P F to the excited state P F to calibrate the measured unamplified spontaneous 

emission spectra. The resultant PF, gain and spontaneous emission spectra are sensitive to 

the exact balance between the homogeneous and inhomogeneous broadenings.

This calibration was used to calculate the radiative current densities and compare the 

radiative efficiencies o f different structures, including both Dots-in-W ell (DWELL) and 

standard dot structures. There was no large difference in efficiency found due to 

improved carrier injection in the DW ELL structures. Calculated gain-radiative current 

density curves were used to predict the minimum transparency and threshold current 

densities that may be possible in the future. It is clear that the limits o f quantum dot 

device performance have not yet been reached and that a factor o f 1.7 improvement in 

threshold current density over state o f the art devices could be achieved, even without 

reduced inhomogeneous broadening.
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C h a p t e r  1 IN T R O D U C T IO N

1.1 P r o j e c t  A im s

Quantum  dot lasers are becoming increasingly technologically important. It is 

therefore essential to understand the factors affecting their current performance and be 

able to predict future performance.

The main aim o f this project has been to investigate the gain and unamplified 

spontaneous emission spectra for a selection o f quantum dot devices and a quantum well 

device. The quotients o f  the gain and spontaneous emission spectra were used to 

calculate the P F (population inversion factor) spectra and investigate the carrier energy 

distribution within the devices.

The aim was then to use the PF spectra to calibrate the spontaneous emission and 

hence to calculate the radiative current densities and compare the radiative efficiencies of 

the different structures, including both Dots-in-Well (DWELL) and standard dot 

structures as it has been suggested that DW ELL structures should show an improved 

injection efficiency due to improved carrier capture111.

Finally, I aim to predict the future performance o f quantum  dot lasers by using 

calculated gain-radiative current density curves to predict the minimum transparency and 

threshold current densities that may be possible in the future for devices with the same 

levels o f inhomogeneous broadening.
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1.2 T h e  L a s e r

1.2.1 W h a t  is a  l a s e r ?

The word LASER is an acronym standing for Light Amplification by Stimulated 

Emission o f Radiation.

Five key laser characteristics are: spatial and temporal coherence, a clear threshold, 

strongly polarised light emission, and the existence o f laser cavity modes.

1.2.2 A c h ie v in g  l a s e r  a c t io n

There are four things needed in order to achieve laser action.

•  a gain m edium for amplification that emits at the required wavelength,

•  an energy source or pump to obtain population inversion,

•  positive feedback in the form o f mirrors to achieve coherent emission and

•  a m ethod o f light extraction 

The Gain Medium

The gain medium contains active centres that emit light. There is a variety o f different 

types o f laser, each with their own gain medium. Possible gain mediums include ruby or 

doped glass (solid state lasers), H eN e or C 0 2 (gas lasers), GaAs or InP (semiconductor 

lasers). Organic lasers are also being developed.

In the lasers studied here, the active centres are InGaAs quantum  dots, embedded 

within a GaAs quantum well. This gives an emission wavelength in the lOOOnm range. 

An overview o f light emission in semiconductors is given in Section 1.4. Further 

discussion o f quantum dots is in Section 1.6 onwards.

Energy Sources

Energy sources can be optical, electrical or occasionally chemical. Optical sources are 

commonly used for solid state lasers. This is due to the difficulty in making electrical 

connections to the active medium. These sources can either be flashlights or other types 

o f lasers.
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Normally semiconductor lasers are electrically pum ped using a p-n junction to inject 

the electrons and holes. This is contained within a more complex multilayer structure 

known as a heterostructure, which confines the light and carriers. O ne o f the original 

drives for quantum dot devices was that it was thought that some o f the advantages of 

atomic like systems could be accessed while still using an electrically pumped p-n junction 

for carrier injection.

Positive Feedback

Positive feedback is required to achieve coherent oscillations within the gain medium. 

In a laser, positive feedback is achieved by using two mirrors, one at each end o f the 

cavity. These mirrors feedback a proportion o f the light incident on them, increasing the 

photon density within the cavity and hence increasing stimulated emission - the key to 

laser action.

These mirrors can either be external to the gain medium or in the case of edge- 

emitting sem iconductor lasers, formed from the refractive index difference at the 

interface between the gain medium and the air.

Spontaneous emission provides the initial stimulus to start the process. 

Spontaneously emitted photons o f the appropriate energy, emitted in a direction along 

the cavity, are amplified by stimulated emission processes. These are then reflected by the 

mirrors and further amplified on the return path.

The laser threshold condition is reached when the roundtrip gain equals the roundtrip 

loss. The loss comes from several sources.

•  Mirror transmission — this provides the useful output.

•  Absorption and scattering at the mirrors.

•  Absorption within the laser medium.

•  Scattering losses at optical inhomogeneities in the medium

In semiconductor lasers, all apart from the first, transmission at the mirrors, are 

normally grouped under a distributed loss coefficient a,. The required threshold gain can 

then be calculated using the Figure 1.1 for reference.
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J

Lc
Figure 1.1 Schematic diagram of laser cavity indicating the exponential growth o f light 

intensity along the cavity and the loss and reflection o f  light at each laser mirror

The initial light grows in intensity as it passes through the gain medium. If  the length

o f the cavity is G , this gives a value for the intensity at the first m irror as shown in

Equation 1.1.

I \ = I  a exp[(G -  )LC ]

Equation 1.1

D ue to transmission losses at the first mirror, which has a reflectivity R t, the reflected 

intensity is reduced to a value

h = v,
Equation 1.2

This then grows exponentially again on the return trip...

I3 = I 2e x p [ ( G- a , ) Lc]

Equation 1.3

... and has further losses due to transmission at the second m irror

/ 4 = RjI t,

Equation 1.4

Substituting in the above equations gives a final value for I4 in terms o f the initial 

intensity the reflectivities and R2, the gain G and the distributed losses a ;.
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h  = R,R2Jo exp[2(G -  a t)Lc]

Equation 1.5

For the round trip gain to equal the losses, the final intensity I4 must equal the initial 

intensity I(). Setting 14—I{) and rearranging Equation 1.5 gives the threshold condition 

below.

= exp[2(G -  a,)Lc] = 1

This can be rearranged in terms o f the gain as shown in Equation 1.7.

Equation 1.6

G th = a i + ~ —  l n  th i 2 L
R xR 7

Equation 1.7

This further simplifies to Equation 1.8 if the mirror reflectivities are equal.

G,h =a, + j - ln ( - 1
Equation 1.8

In a Fabry-Perot laser, this condition is normally first m et at the peak o f the gain 

spectrum.

1.3 S e m i c o n d u c t o r  L a s e r s  - B a c k g r o u n d

1.3.1 A B r ie f  H ist o r y  o f  t h e  Se m ic o n d u c t o r  l a se r

The original concept o f a semiconductor laser was first proposed in 1961 by Basov et 

al[2] with the first working devices following in 1962 13-61.

O ne o f the first laser diodes was a simple gallium arsenide p-n junction created by 

Robert Hall, working for General Electric's Research and Developm ent Laboratories in 

Schenectady, New Y ork131. The laser however required a current density o f 10,000 Acm 2 

(compared for «100 Acm 2 for the lasers studied here), and generated so much heat that it 

could only operate in a pulsed mode at 77K. The output wavelength o f Hall's laser was 

840nm.
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The simple p-n junction was replaced by heterostructures in 1968|7<;|. This meant that 

the lasers could now operate at room temperature.

In a heterostructure, the active layer is sandwiched between two or more layers o f a 

slighdy different material. In this configuration, both light and current can be confined to 

the active layer by using a material with a lower refractive index and band-gap energy 

larger than in the active layer. The operation o f  heterostructures is discussed further in 

Section 1.5.2.

A couple o f years later in 1970, groups at both Bell Labs and the Soviet Union made 

the first semiconductor lasers that could operate continuously at room  temperature110, H1. 

However, they only lasted a few hours before failing.

Since then, one o f  the main applications leading development is that o f optical fibre 

communications. W ork has focused on lower threshold currents, higher efficiencies and 

powers, better reliability and new wavelength ranges. Semiconductor lasers are also now 

used commercially in a wide range o f applications including data storage and medicine.

1.3.2 St r u c t u r e  o f  t h e  Se m ic o n d u c t o r  L a ser

Semiconductor lasers can be either edge-emitting Fabry-Perot devices, or vertical 

cavity surface emitting lasers (VCSELs). As this work concentrates on edge-emitting 

lasers, the following discussion shall be limited to these.

A semiconductor laser consists o f a substrate such as GaAs on top o f which are 

grown epitaxial layers o f other semiconductor materials such as A^Ga^A-S. These layers 

are chosen with regard to their lattice constants, band-gaps and refractive indexes.

For the devices studied here, silicon oxide (SiO^) is deposited onto the top o f the 

structures and etched using photolithography to reveal a stripe. G old contacts are then 

deposited on the top and on the bottom  o f the material. The wafer is then cleaved into 

individual lasers. The difference in refractive index between the semiconductor material 

and air at the facets provides the reflectivity needed for the feedback mirrors.
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1.3.3 G r o w t h  o f  E p it a x ia l  La y ers

An epitaxial growth process is one in which the arrangement o f atoms in the 

deposited material is a continuation o f the crystal structure o f  the substrate. There are 

three main epitaxial growth techniques, liquid phase epitaxy, metal organic chemical 

vapour deposition and molecular beam epitaxy.

In molecular beam epitaxy, or MBE, the new material is deposited on the substrate 

by means o f beams o f  atoms directed at the surface. Each element to be deposited comes 

from its individual beam  therefore control o f the relative amounts o f the elements is 

high. The high level o f  control that can be achieved is also used to grow layers from 

widths o f only a few inter-atomic distances, with interfaces that are sharp on atomic 

length scales. All this occurs under vacuum to reduce contamination.

The temperature o f  the substrate must be held high enough for good epitaxial growth 

but low enough to prevent diffusion o f atoms over significant distances. For complex 

multiple-layer structures with different melting points, MBE growth can become more o f 

an art than a science.

In metal organic chemical vapour deposition, or M OCVD, material is deposited via 

the gaseous phase. This is the main technique that is used commercially to grow 

semiconductor lasers. Elements are carried to the surface as organic com pounds, which 

then decompose on contact with the hot substrate.

Liquid phase epitaxy, or LPE, takes place in the liquid phase, as suggested by its 

name. As it is not as sophisticated as MBE, or M OCVD it is no t normally used for 

semiconductor laser growth.

1.3.4 In t e g r a t io n  w it h  o t h e r  o p t ic a l  c o m p o n e n t s

The need to cleave edge-emitting lasers is a disadvantage for integration with other 

semiconductor components. In this respect, VCSELs have a great advantage, the mirrors 

being formed epitaxially in the form o f Bragg stacks. This enables the VCSEL to be 

operated in situ on the uncleaved substrate.
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However, the relative simplicity o f edge-emitting lasers is an advantage for research as 

there are fewer factors to take into account and they are simpler and therefore cheaper to 

fabricate. This is why many new material systems are first tested in edge-emitting lasers 

with the results subsequendy being used to design VCSELs.

1.4 L i g h t  E m i s s i o n  i n  S e m i c o n d u c t o r s

1.4.1 O p t ic a l  T r a n s it io n s

The three main optical transitions that occur within a semiconductor laser are 

absorption, spontaneous emission and stimulated emission. O f  these, only stimulated 

emission contributes to coherent optical gain.

For all the transitions, (crystal) momentum conservation is also required. Momentum 

is associated with the electron and hole k values. This leads to the requirement of 

Equation 1.9

kh =ke+kp(,

Equation 1.9

The photon k-vector can be calculated from the wavelength, X using Equation 1.10, 

and for a typical laser wavelength o f lOOOnm this gives a value for the photon wave 

vector o f  ~106m \

, 2;r
V = T

Equation 1.10

As typical k values for electrons and holes are o f the order 108 to 109m _1, this means 

that the photon mom entum  is negligible and therefore the electron momentum must 

equal the hole momentum. In the E-k diagram, this implies a vertical transition and 

therefore radiative recombination is higher in a direct gap semiconductor such as GaAs 

than in an indirect gap semiconductor such as Si where a phonon is additionally required 

to complete the transition, as shown in Figure 1.2.
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Indirect bandgap

E

Indirect bandgap
E
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photon
phonon

photon
k

phonon
photon

Figure 1.2 Diagram showing typical E-k curves for a direct band gap and an indirect band 
gap semiconductor. For an optical transition in an indirect band gap material, a phonon 

must be involved in addition to the photon reducing the probability o f the transition

Absorption

In absorption, the electron starts in the valence band or lower energy state. On 

absorption o f the energy from an incoming photon, the electron is prom oted to a higher 

energy level within the conduction band.

Absorption f

fioo

Figure 1.3 Absorption

The difference between the beginning and end energy levels o f the electron is equal 

to the energy of the absorbed photon.

E2 -  E{ = hv

Equation 1.11
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The rate at which photons are absorbed is dependent on the number o f occupied 

states in the valence band, the number o f unoccupied states in the conduction band and 

the density o f photons with the transition energy. In the equations below, p, and p2 are 

the occupation probabilities o f the lower and upper states respectively, B12 is the Einstein 

coefficient that represents the transition probability o f an electron in the lower state 

being excited into a vacant upper state, and q (v)  is the photon density.

R a b s = B \ l P \ Q -  Pi)P(y)

Equation 1.12

Spontaneous E m ission

In spontaneous emission, an electron in the conduction band reverts to a lower 

energy state in the valence band releasing a photon in the process. Again, the energy of 

this photon is equal to the difference between the energy o f the two electron states 

involved. The photon emitted has a random phase and direction and so doesn’t 

contribute to the coherent optical gain.

Spontaneous Emission

Figure 1.4 Spontaneous emission 

The rate at which excited electrons will spontaneously emit photons is given by 

Equation 1.13 below, where A 21 is the transition probability o f an excited particle falling 

into a vacant lower state.

R spon= A l \ P 2 < y ~  P \) 

Equation 1.13
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Stim ulated E m ission

During stimulated emission, a photon with the correct energy stimulates an already 

excited electron in the conduction band to revert to the valence band, releasing its energy 

as an additional photon. This additional photon has the same energy, phase and direction 

as the initial photon and contributes to the coherent optical gain o f the laser.

Stimulated Emission

►

Figure 1.5 Stimulated emission 

The stimulated emission rate depends on the occupation o f both the levels and on 

the photon density at the transition energy as shown in Equation 1.14.

R s , m = B 2lP2O-P.)P(V)

Equation 1.14

E instein  Relations

In equilibrium, the upward transitions must equal the downward transitions as shown 

in Equation 1.15.

n _ n , n
abs spon slim

Substituting in for the equations above gives,

Equation 1.15

B n P \0  -  P i  ) P ( V) =  A n P i 0  ~ P , ) +

Equation 1.16

This can then be solved for p (v )  to give,

p(v) = A 2,P20 - P , )

B \ l P M ~  P l ) ~  B 2 \ P l ^ ~  P \ )

Equation 1.17
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Or,

A
p ( v )  = ------------ ^ -------------

n  7 --------------------
P 2Q - P , )

Equation 1.18

As consists o f the relative occupation probability o f the states we can
P i< y -P \ )

replace it with an expression derived by assuming that all the probabilities are governed 

by Fermi-Dirac statistics to give Equation 1.19, which implies that the system is in 

thermal equilibrium.

p ( v ) ~  A2'/ Bn

Equation 1.19

Comparing this with the Planck function for the distribution o f radiation for a body 

in thermal equilibrium,

p ( v ) =  P°{V)hVe (hv)/k„T

Equation 1.20

Gives the results that for thermal equilibrium, the stimulated emission and stimulated 

absorption are complementary processes associated with the same recombination rate,

A  2 = ^21

Equation 1.21

And

A2l = P 0( v ) h v - B 2l

Equation 1.22

These results were derived by Einstein in 1917[12), this is why the constants A and B 

are known as the Einstein coefficients.
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P o p u la t io n  In v ers io n

To increase the rate o f stimulated emission for a pair o f energy levels (in relation to 

spontaneous emission and absorption), we can see from Equation 1.16 above that it is 

necessary to increase both the photon density and the density o f electrons in the upper 

level. For laser action to occur, one condition is that the population o f the upper level 

must be higher than that o f the lower level. This condition is called population inversion.

In order to achieve population inversion, energy must be provided to the electrons in 

the lower energy state to prom ote them to the higher energy state. This produces a non- 

thermal equilibrium situation — the energy distribution no longer obeys Fermi-Dirac 

statistics.

One m ethod o f pumping a laser is by stimulated absorption o f light from another 

source. As B12= B 21 as shown in Equation 1.21, once some electrons are excited into the 

upper level, the probabilities o f further absorption or stimulated emission are equal. 

Therefore, the best situation that can be obtained in a two-level system is equality of the 

populations o f the two levels.

For population inversion to be achieved, the minimum that is required is a three-level 

energy system as shown in Figure 1.6. Electrons are pumped from the ground state o f the 

system to a higher, unstable state. From here, they rapidly decay to a m ore stable state 

between the two. Laser transitions occur between this metastable state and the ground 

state.

Ep

pump

Eo__

rapid decay

laser
transition

El

Figure 1.6 A three-level laser system 

Fiowever, three-level energy systems require high pump powers. This is because the 

lower o f the two laser transition states is the ground state and therefore over half the 

electrons in the system have to be pumped to the upper state to achieve inversion.
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A much more efficient system is a four-level energy system as shown in Figure 1.7. In 

this case, the laser transition is between two intermediate states. Fdectrons are pumped to 

the highest energy level where they rapidly decay to a metastable state as before. The laser 

transition occurs between this state and a lower unstable state. The rapid decay from the 

lower laser-transition state to the ground state ensures a low population o f the lower 

laser-transition state and therefore leads to a lower pumping requirement.

pum p

£ o

rapid d e c a y

la se r  
t ransition

El
^  rapid d e c a y

Figure 1.7 A four-level laser system 

In a real semiconductor laser system, the uppermost energy level is normally many 

closely spaced energy levels, all with similar fast decay times. This increases the pumping 

efficiency. Carrier injection and population inversion within a semiconductor laser are 

discussed further in Section 1.5.

1.4.2 N o n -RADIATIVE RECOMBINATION

Non-radiative recombination via defects - Shockley-Read-Hall

Electrons and holes can recombine via defect states within the energy gap113, 14]. 

Although in perfect semiconductors these should not be present, in any real system there 

are always impurities present. As these states are due to physical impurities, they are 

localised within space unlike the conduction and valence bands, which are extended in 

space throughout the semiconductor. As carriers move within the bands, they can be 

trapped by the defect. Once trapped they can then rapidly recombine with a carrier o f the 

opposite type. As the defect states have an energy intermediate between that o f the 

conduction and valence bands, they can facilitate the non-radiative recombination o f an 

electron and hole.
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Figure 1.8 Non-radiative recombination via defects

A u g er

Auger recombination is a non-radiative recombination process involving the 

interaction o f at least three particles. The energy released by a recombining electron is 

immediately absorbed by another electron, which then dissipates the energy by emitting 

phonons. This is illustrated in Figure 1.9 below.

Figure 1.9 Auger recombination 

An electron in the conduction band (1) recombines with a hole in the valence band 

(2). The energy released in this process promotes another electron in the conduction 

band (3) to a higher energy conduction band state (4). This ensures conservation o f k 

momentum. The electron at (4) then relaxes back to its original energy by phonon 

emission.
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The Auger recombination rate, for the process shown in Figure 1.9, is proportional to 

the electron density, n squared and the hole density, p as two electrons and one hole are 

involved in the process. This is shown in Equation 1.23. The coefficient CA is larger for 

narrow band gap materials.

RA = C An 2p

Equation 1.23
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1.5 C a r r i e r  I n j e c t i o n  a n d  C o n f i n e m e n t  o f  L i g h t

The ease with which carriers can be injected and by which population inversion can 

be achieved is one o f the most important characteristics o f semiconductor lasers.

1.5.1 H o m o st r u c t u r e s

In a simple p-n junction laser, population inversion is achieved by forward biasing a 

heavily doped p-n junction. In equilibrium, the Fermi level, E f, lies within the conduction 

band for the n-type material and the valence band for the p-type material as shown in 

Figure 1.10.

p-type

11

Ef "electrons

Figure 1.10 A p-n junction in equilibrium 

When forward biased by a voltage approximately equal to the band gap, carriers are 

injected across the junction creating a population inversion as shown in Figure 1.11 and 

the Fermi level splits into two separate quasi-Fermi levels, E fe and E^, reflecting the non

equilibrium electron and hole densities.

p-typ*

Eg
hu

n-type
Efe

elertrons,;
hu

Efh. hole;

Figure 1.11 Population inversion in a simple p-n junction
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Although there is some confinement o f the light due to carrier induced refractive 

index change, this effect is very small as the index change is only about 0.02. This, 

combined with the low carrier confinement, is why threshold current densities are so 

high, allowing only pulsed operation at room temperature.

1.5.2 H e t e r ( ̂ s t r u c t u r e s

A heterostructure exploits the differences in bandgaps and refractive indexes between 

mixed semiconductors o f different compositions.

An example is the AlxGa, xAs ternary system, where the proportions o f A1 and Ga are 

varied. As A1 and Ga have similar effective sizes in the crystal structure, this means that 

the variation in lattice constant between GaAs and AlAs is small at approximately 0.2% 

for room  temperature. As the A1 content generally only varies by a maximum of 30%, 

this ensures that the lattice mismatch at room temperature is only about 0.06%, small 

enough not to introduce significant numbers o f crystalline defects1151.

In addition to the small lattice mismatch, the AlGaAs system benefits from a large 

increase in bandgap with increasing A1 content. This is approximately linear from a value 

o f 1.43eV for pure GaAs to a value o f 3eV for pure AlAs. If you take 3kT as the 

minimum bandgap step that gives useful carrier confinement, which at room  temperature 

is 0.08eV, it can be seen that an AlGaAs system is highly suitable for this purpose 115|, 

even allowing for the fact that the band gap difference is split between the valence and 

conduction bands.

For optical confinement, and taking a three-layer dielectric slab as our model, the 

centre layer must have a refractive index higher than that o f the cladding layers. As the 

refractive index decreases with increasing A1 content in the above system, in addition to 

providing the carrier confinement as discussed above, the same layers also confine the 

light. This clearly reduces the losses due to absorption outside the high gain region.

23



Heterostructure lasers have developed in sophistication from the early single or 

double heterostructures discussed above. Many semiconductor lasers now use either 

single or multiple quantum  wells surrounded by a separate confinement heterostructure 

(SCH), and cladding layers. This use o f multiple layers allows greater flexibility in 

optimising the carrier and optical confinements for better device performance. Quantum 

wells themselves are simply heterostructures where the thickness o f the layer is decreased 

such that quantum confinem ent effects become important.

An example o f a separate confinement heterostructure is shown below in Figure 1.12.

24



optical intensity

_______________ refractive index

V\Gveguide
M----------------- M

conduction band edge

-------------------------------- M
N- AlosG an t As

valence band edge

Figure 1.12 Schematic diagram of a separate confinement heterostructure showing both 
the variation in band edge energy through the device, which provides the electrical 

confinement, and the variation in refractive index, which produces the optical
confinement

1.6 Q u a n t u m  C o n f i n e m e n t  -  W h y  L o o k  a t  Q u a n t u m  D o t s ?

1.6.1 T h e  F irst  St a g e  - Q u a n tu m  W e l l  L asers

When the active layer in a heterostructure decreases in thickness such that the width 

approaches that o f the De-Broglie wavelength, quantum confinement effects start to 

become apparent. This distance is of the order of lOnm for semiconductors.

P - A I djsG  8 oaA s

Quantum «- 
Well/Dots

a

A lo.is G 3d bs As
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The resulting quantisation o f the energy levels within the well increases the transition 

energy above that o f the bulk material. As the energy levels depend on the thickness of 

the well, by adjusting this thickness the transition energy and hence the emitted 

wavelength o f the laser can be altered. This allows tailoring o f the wavelength o f 

semiconductor lasers.

The gain and recombination spectra are narrowed by the quantisation leading to a 

lower current density requirement for the same maximum gain and hence the possibility 

o f lower threshold currents.

The energy levels within the well can be calculated by solving Schrodinger’s equation 

given the well depth and width and the components perpendicular to the well o f the 

carrier effective masses. The well depth depends on the difference in band-gap between 

the materials and on how this difference is distributed between the conduction and 

valence bands, the band offset.

In a quantum  well, the carrier momentum across the well is quantised with the 

associated electron and hole energies having discrete values. However, in the plane o f the 

well the carriers are free to move. This leads to a step-like density o f states function as 

illustrated in Figure 1.13.

Energy
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E2h

f
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Density of States

Figure 1.13 Two-dimensional density o f states
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Gain saturation occurs at high currents because as the quasi-Fermi levels enter the 

sub-bands, the rate o f increase of gain with current decreases. The gain only increases 

significantly further when the next sub-band becomes sufficiendy populated to begin 

laser action. This is accompanied by a shift in the gain peak to the transition energy o f the 

next sub-band and a resulting decrease in the laser wavelength.

To summarise, the main qualitative differences between the 2D quantum well system 

and the 3D bulk system are as follows.

•  The initial differential gain for quantum well lasers is greater than that o f bulk 

lasers. This leads to lower threshold currents.

• The gain-current relationship of a quantum well is not linear as in the bulk 

case but tends to saturate at high currents within each sub-band. The 

accepted form o f the gain-current relationship for quantum  wells is given in 

Equation 1.24 where G is the gain and J the current density. G (, and J(l are 

fitting parameters'161.

G = G0\nG D
+ 1

Equation 1.24

The effective density o f states increases proportionally with temperature 

leading to a weaker intrinsic temperature dependence o f threshold current for 

a quantum well laser. However, this is not always m et in real lasers due to 

thermally activated recombination currents associated with the barriers.

The transparency current density, defined as where the gain equals zero, does 

not tend to zero for thin layers as in the bulk case, but is independent o f Lz, 

even tending to increase for very thin wells.
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1.6.2 Q u a n t u m  D o t  La ser s

After the successes o f two-dimensional quantum wells in lasers, the next stage was to 

reduce the dimensionality further to one-dimensional quantum wires and to zero

dimensional quantum dots. As the carriers are now localised in all three dimensions in 

quantum dots, theoretically the energy levels are discrete as in atoms, with delta function 

density o f states. Again, the measure o f how small the dots must be for size quantisation 

effects to be apparent is that o f the de Broglie wavelength. This gives a typical dot size of 

lOnm. Although it has atomic like energy levels and the resulting properties, it can still 

contain 104 or more atoms.

The three main advantages o f quantum dots as the active region o f semiconductor 

lasers that were originally proposed are:

•  An im proved temperature stability as the energy level separation is greater 

that the thermal energy117'.

•  Lower threshold currents, as with fewer possible states less charge carriers are 

needed for population inversion1181.

•  A narrow spectral linewidth as the discrete energy spectrum allows highly 

efficient laser action at a distinct energy.

Quantum dots also have an advantage over quantum wells in that material systems 

with greater lattice mismatches can be used, allowing access to a larger spectral range. For 

example, InGaAs quantum well lasers are limited to a wavelength o f  ~1075nm as 

compositions needed to achieve longer wavelengths suffer from  dislocations formed by 

inelastic relaxation o f the lattice mismatch119'.

1.7 R e a l  Q u a n t u m  D o t s

1.7.1 P r a c tic a l  R e q u ir e m e n t s

For quantum dots to be useful in practical devices such as semiconductor lasers, 

several requirements must be met.

28



•  The three-dimensional potential well created by the quantum dots must be 

sufficiently large for at least one energy level to be present in the well. The 

separation between this energy level and the barrier must be large enough to 

limit the thermal escape o f carriers at room  temperature. This infers a 

minimum size for the dots that is dependent on the band offsets in the 

material system used.

• The quantum  dots must be small enough that zero-dimensional confinement 

effects can be observed. For lasers, the thermal population o f higher energy 

levels m ust be small, leading to a requirement that the separation of energy 

levels is as given in Equation 1.2512"1.

kT <  -  EfD)

Equation 1.25

• In an array, the dots must be of uniform size and shape. Fluctuations in these 

lead to a variation in the position o f the energy levels and a resultant 

inhomogeneous broadening for quantum dot laser devices

•  For a quantum dot laser to achieve sufficient gain to overcom e the losses 

present there must be a high density of these uniform dots.

•  Finally, the material should be free from defects such as dislocations, which 

would be detrimental to device performance. D ots grown by self-organised 

Stranski-Krastanow growth mechanisms should be m ost suitable for this 

purpose.
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1.7.2 St r a n s k i-K r a s t a n o w  G r o w t h  M e t h o d

One method of growing quantum dots is the Stranski-Krastanow growth m ethod121,221 

which depends on the dot material having a significantly larger lattice constant than the 

material it is grown on. This is the method used to grow the dots in this study. During 

epitaxial growth, the first few atomic layers form a planar wetting layer. As growth 

proceeds, the atoms tend to bunch up and form clusters as shown in Figure 1.14. This is 

energetically favoured as the compressive strain in the lattice can then relax thus reducing 

the energy o f the islands. Energy considerations also cause the clusters to be of 

approximately uniform size.

InGaAs
( i( )(' Quantum Dot

0 0 0 0 0  l n G a M

(  )0 0 ( ) 0 0 0 0 0  Wetting Layerooooooooo
OOOOOOOOO^"'- GaAs

Figure 1.14 Stranski-Krastanow growth o f quantum dots

A stabilising layer then covers the dots and further layers o f dots can be grown on 

top. All these layers are than placed within a separate confinement heterostructure for 

improved optical and carrier confinement as described earlier in section 1.5.2 for a more 

conventional laser diode.

Other methods o f producing semiconductor quantum dots can be used. Examples 

are lithography and etching o f quantum well structures and the patterning o f substrates 

and subsequent growth. These have the theoretical advantages o f greater control over the 

shape, size and arrangement o f dots but currently suffer from poor resolution and 

introduction o f high numbers o f defects and hence are not widely used.

1.8 L i n e  B r o a d e n i n g  P r o c e s s e s  i n  Q u a n t u m  D o t  L a s e r s

There are two types of broadening present in every semiconductor laser. These are 

homogeneous broadening and inhomogeneous broadening and they have different 

physical causes and affect the spectral output o f the laser in different ways. W ithout these 

broadening mechanisms, the spectral laser line would be a sharp delta function.
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1.8.1 H o m o g e n e o u s  B r o a d e n in g

This mechanism broadens the line o f each individual state and therefore the whole 

system in the same way. Each state has the same transition centre frequency. There are 

two potential causes

Natural or Intrinsic Broadening

The finite lifetime o f excited states gives rise to a finite frequency spread due to the 

uncertainty principle. The lifetimes o f both the upper and lower levels must be 

considered. This mechanism provides the theoretical lower limit to the linewidth.

Collision or Pressure Broadening

In a gas, collisions between atoms and between atoms and the walls o f the container 

cause dephasing processes and hence alter the lifetime o f the states. In a solid, such as a 

semiconductor laser, these dephasing processes are due to the interaction o f the atoms 

with the lattice. In each case, this contribution to the overall broadening will increase with 

pressure and temperature.

The homogeneous broadening can be described by a Lorentzian lineshape — this is 

characteristic o f damped resonant systems. This is shown in Equation 1.26, which 

describes the optical transition, where A is the full width half maximum o f the frequency 

broadening.

l ( h v  -  E,K)  =
7 t ( h v - E f + { y )

Equation 1.26

1.8.2 In h o m o g e n e o u s  B r o a d e n in g

Inhomogeneous broadening is defined as broadening which affects each transition 

differently. Each state is distinguishable and has a different transition frequency. The 

spectrum is now a spread o f individual transition frequencies.
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In a quantum dot laser, inhomogeneous broadening is due to fluctuations in the 

physical properties o f the dots such as their size, shape and composition. For dots grown 

by a self-assembled growth mechanism, such as the Stranski-Krastanow growth method 

employed for the devices studied in this thesis, this is thought to be the dominant 

broadening mechanism1231.

Inhomogeneous broadening is characterised by a Gaussian distribution as shown in 

Equation 1.27, which again describes the optical transition where a is the standard 

deviation characterising the broadening.

B(E, cr) = — \ =  exp 
cryjln

C g  Eensem ble  )

2cr2

Equation 1.27

The homogeneous and inhomogeneous broadenings are illustrated in Figure 1.15 for 

the case where the inhomogeneous broadening dominates.
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Figure 1.15 Homogeneous and inhomogeneous broadening illustrated for the situation 
where the homogeneous broadening of the individual dot transitions is significantly less 

than the inhomogeneous broadening due to the size and shape dispersion of the dots.
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1.9 G a i n  a n d  S p o n t a n e o u s  E m i s s i o n  i n  Q u a n t u m  W e l l s  a n d

Q u a n t u m  D o t s

If we go back to the equations describing the transmission rates for absorption, R12, 

stimulated emission, R21 and spontaneous emission, Rspon, as discussed in Section 1.4.1, we 

will recall that the transition rate for absorption and stimulated emission are both 

proportional to the photon  density. In addition, the transition rates are also proportional 

to the probabilities o f the initial state being occupied and the final state being 

unoccupied. The probabilities that state 1 and state 2 are occupied a r e / a n d /  respectively 

and can usually be described by the Fermi-Dirac distributions (Equation 1.28) using the 

quasi-Fermi levels for the electrons and holes, giving Equation 1.29.

f  - ___________\___________
e {E ,-E hl)lkT + 1

Equation 1.28

R sPonK f c O - - f y )

Equation 1.29

To calculate the gain within a material it is necessary to know the net stimulated 

emission rate, Rnet given by Equation 1.30 where the constants o f proportionality for R12 

and R21 are equal. Rtot is the maximum transition rate when the initial state is full and the 

final state is empty and is proportional to the photon density.

R/iet ~ R~l\ ~ R\1 = t̂ot (fc  ~ fv  )

Equation 1.30
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Figure 1.16 Schematic diagram showing the propagation 
direction for a conventional edge-emitting laser

For a conventional edge-emitting laser the optical field propagates in the plane of the 

quantum well (see Figure 1.16) and we can derive the equations for gain and spontaneous 

emission following the approach of Blood1241. A The modal gain is defined as the 

fractional rate o f increase of the total energy Wtot in the guided optical m ode1251 in the 

propagation direction (y). The optical mode is confined in the z direction by the slab 

waveguide and the intensity variation in this direction is A(z) squared.

The gain for a quantum well can be given by Equation 1.311241, which has units of 

reciprocal length. M2 is the momentum matrix element and the part in {} is the overlap 

integral o f the normalised envelope functions, F  and the optical field. Together these 

describe the strength o f the optical transition. The reduced density o f  state is given by

Pndr

4 7&1
\2

G { h v ) = - ^ r ~ ,  P r J h v U  ~ / v)
{ jX T ) 4 zK ( zW 2

ncs0 (h cr)y 2 m0 J jA 2 (z)dz

Equation 1.31

Similarly, the spontaneous emission is given by Equation 1.32

\ 2

=  2 T  1 M l { \ F ' (
'0 v *0 j

Equation 1.32
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These equations both take into account the two-dimensional nature o f the quantum 

well.

For a quantum dot laser the equations need modifying to take into account the zero 

dimensional nature o f the dots. The spatial variation o f the optical field is assumed to be 

negligible over the extent o f the dot and is given by the vector potential A(l. The dots are 

assumed to be in thermal equilibrium and hence pdot represents a reduced ground state 

density o f states per unit energy per dot.

The modal gain along a plane o f dots is given by Equation 1.33.

This can also be written as in Equation 1.34 where a  represents a cross section with 

dimensions o f area and wmod is an effective mode width.

1.9.1 P o p u l a t io n  In v e r s io n  Fa c t o r

If the take the quotient o f the experimentally measured gain and unamplified 

spontaneous emission spectra then we can calculate a population inversion factor, PF, 

spectrum. This describes the degree o f population inversion in the device.

It can be seen that by dividing the equations for gain and spontaneous emission 

above (Equation 1.31 and Equation 1.32) we are left with something that is proportional 

to Equation 1.35, where/;  and f 2 are the occupation probabilities o f the electron and hole 

states respectively. The inversion factor equals one for energies where population 

inversion is achieved.

ncsQ(tim}\2mQ,

Equation 1.33

G = <j(fc -  /„  )N
1

Equation 1.34
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PF
f i - f l  

f A - f l )

Equation 1.35

If we have a thermal distribution then the P F equals that derived from the Fermi - 

Dirac distribution as shown in Equation 1.36 and illustrated in Figure 1.17.

P  -Jl  —— =  j  — e x p

F M l - A )  p
hv -  AE

kT

Equation 1.36
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Figure 1.17 Calculated examples o f the form o f PF spectra where the occupation of the 
states follows Fermi-Dirac Statistics. Lines from left to right are for increasing AEF.

1.10 T h e s i s  St r u c t u r e

Following this chapter, the lasers structures measured within this project and the 

experimental techniques that have been used are described in Chapter 2, Device 

Characterization.
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Chapter 3, Non-Thermal Carrier Distribution then goes on to present some o f the 

experimental work that I have carried out on these devices and raises some interesting 

questions about how we can treat the data. In particular, I look at the inversion factor, P,., 

spectra calculated from the quotient o f the gain and unamplified spontaneous emission 

spectra.

The following chapter, Chapter 4, Modeling P f uses a theoretical model I have 

developed to investigate how we could use a PF spectrum that is not fully described by 

Fermi-Dirac statistics to calibrate the unamplified spontaneous emission spectra 

presented Chapter 3.

Chapter 5, Efficiency and Intrinsic Performance, then goes on to make use o f the 

calibrated unamplified spontaneous emission spectra to calculate and compare the 

radiative efficiency o f the various laser structures measured. G ain-current and gain- 

radiative current curves are also investigated in order to determine the intrinsic 

performance o f the devices and to predict future improvements in device performance, 

in particular how the threshold current densities may be improved.

In Chapter 6, Summary and Further Work, I conclude this thesis by summarising the 

im portant results presented and I suggest possible directions for future work.
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C h a p t e r  2 D e v i c e  C h a r a c t e r i z a t i o n

This chapter starts by describing the laser structures that have been studied before 

going on to introduce the initial experimental techniques employed for their 

characterisation. As well as being interesting experiments in themselves, the results from 

these measurements are used for rejecting faulty devices before progressing to the more 

time consuming measurements in the subsequent sections. These describe the 

multisection technique for measuring gain, loss and spontaneous emission.

2.1 D e v i c e  D e t a i l s

All the wafers described in this work were grown by Mark H opkinson at the EPSRC 

National Centre for III-V Semiconductors in Sheffield, by Molecular Beam Epitaxy 

(MBE). Scanning Electron Microscopy (SEM) and photoluminescence measurements 

(PL) were also perform ed at the National Centre.

2.1.1 Q uantum  W ell Structure

Since the quantum well device is more conventional, I will describe it first. This 

structure was designed to emit in the same wavelength band (1 pm) and to have a similar 

waveguide structure as the quantum dot structure; as such, it is no t a fully optimised 

quantum well structure.

The quantum well devices studied consist o f a 1 Onm wide quantum  well consisting of 

In022Ga078As set in a waveguide core o f 80nm Al015Ga085As and clad with 1200nm of 

A l^G ao  ̂ s  as shown in Figure 2.1. The quantum well and AlGaAs core are nominally 

undoped while the cladding layers are doped with Be and Si to form p and n-doped 

material at ~ 2 x l0 18 and 5x l018cm~3 respectively. The material is grown on standard (100) 

orientated GaAs substrates. In addition, there is a p-doped top contact layer o f GaAs 

doped lx l0 19cm 3 to facilitate ohmic contact formation.
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Figure 2.1 Schematic diagram of the band gap o f the layers making up the quantum 

well laser. Note, the GaAs contact layers and the substrate are not shown.

2.1.2 Quantum  D ot  Structures

The main quantum dot structures studied consist o f either three, five or seven layers 

o f nominally In^GaosAs quantum dots deposited within a 10 nm quantum well o f GaAs. 

These GaAs layers are then separated by 7 nm o f A l^ G a ^ A s  and the rest o f the 

waveguide core is made up AIq 15Ga0 85As. The width o f this layer is adjusted to maintain a 

constant average effective mode width per quantum dot layer. The structures are then 

clad with 1200nm o f doped AIq ̂ Gao ̂ s  as shown in Figure 2.2. This is the type of 

structure commonly referred to in the literature as DWELL, or dots in well, structures. 

This can be seen in Figure 2.2. The rest o f the structure was the same as in the quantum 

well structure.
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Figure 2.2 Schematic diagram of the band gap o f the layers making up the quantum dot 
(DWELL) structures. Note, the GaAs contact layers and the substrate are not shown
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Figure 2.3 Enlargement o f Figure 2.2, quantum dot (DWELL) structures
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Field-emission scanning electron microscopy measurements on an uncapped 

structure grown using similar conditions (see Figure 2.4) were used to estimate the 

quantum dot size and density. The measurements deduced a dot density o f (5 + 1) 

x l0 10cm'2 and an average dot diameter o f ~20-25nm|261.

Figure 2.4 SEM of uncapped structure grown using similar conditions 
(from EPSRC Central Facility for III—V Semiconductors, Sheffield)

Low temperature photoluminescence measurements, shown in Figure 2.5, made on 

the quantum dot structures measured show a broadened spectrum o f width (FWHM) 49 

± ImeV for the three-layer structure, narrowing to 38 ± Im eV for the five-layer structure 

and 32 ± ImeV for the seven-layer structure!27]. Such spectra are consistent with Gaussian 

broadening o f the dot energy states due to size and /o r shape fluctuations characterized 

by standard deviations (a in Equation 1.27) o f approximately 21, 16 and 14meV for the 

three, five and seven layer structures respectively.
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Figure 2.5 Low temperature PL measurements 
(Measured at Sheffield III-V Growth Facility)

It has been suggested in the literature that the narrowing o f the low temperature PL 

spectra with increasing numbers o f layers may be due to strain fields from initial layers 

seeding the growth o f dots on subsequent layers and hence leading to a smaller 

distribution o f dot si2es and shapes1281. Alternatively, it may be due to electronic coupling 

o f dots in different layers1291 however, due to the large separation between dot layers in 

our samples we believe the latter is unlikely (see section 2.1.3) and the linewidth 

narrowing is due to improved dot uniformity.

The peak position in Figure 2.5 shows no systematic change with the number of 

layers of dots and the seemingly random differences in peak energy may be due to small 

differences in the material growth conditions.

Other dot structures measured include similar structures but where the dot layers are 

deposited direcdy within either bulk GaAs or bulk Alai5Ga0<85As. Example diagrams of 

the band structure are shown in Figure 2.6 and Figure 2.7.
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All the structures measured are summarised within Table 2.1 below. As the number 

o f dot layers is increased, it would be expected that a lower carrier density per layer would 

be needed to reach threshold due to the threshold gain requirement being spread 

throughout the layers. This assumes that the dot layers are all within the same geometrical 

volume as that occupied by the optical mode and for maximum effect they must be close 

to the maximum optical field.

The DW ELL structure has been investigated as it has been suggested in the 

literature'11 that it may improve the efficiency and performance o f the devices through 

improved capture o f carriers into the dots. This is discussed further in the chapter on 

radiative efficiency, Chapter 5.

The confinem ent energies for the quantum dots set in the GaAs DW ELL structure 

will be slightly larger than for the dots set in bulk GaAs due to the two-dimensional 

energy levels within the well. The electron confinement energy for the structure with the 

quantum dots set within A \l l5Ga0g5As is 0.12eV greater due to the larger band gap of 

A l^ jG a ^ A s  as shown in the figures above. The corresponding difference in hole 

confinement energy is 0.06eV. Note this is obtained using a conduction band: valence 

band offset ratio o f 0.65:0.35. This is a significant difference as the ground state energy of 

the quantum dots is approximately 1.15eV.

Structure Type Number of dot layers D ot surroundings

M1966 Q uantum  well Single Well N /a

M1958 DW ELL 3 GaAs quantum well

M1959 DW ELL 5 GaAs quantum well

M1961 DW ELL 7 GaAs quantum well

M1962 Quantum D ot 3 GaAs bulk

M1965 Quantum D ot 3 A^ 15Ga0 85As bulk

Table 2.1 Summary o f the structures measured
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2.1.3 E lectronic  Coupling

As the work in later chapters discusses the distribution o f carriers amongst the 

various dot states, it is im portant to understand the degree to which the various states are 

electronically coupled.

The degree o f electronic coupling between electrons in different layers and between 

holes in different layers has been investigated using a simple shooting method and 

literature values o f material parameters130 321. The transmission probability spectrum for an 

electron or hole to cross the structure has been calculated for our devices using this 

m ethod by Angela Sobiesierski (nee Kesde), Cardiff. I have then used these results to 

determine the tunnelling time, x using Equation 2.1, where AE is the half-width at half

maximum o f the Lorentzian transmission probability distribution.

_ ^ 
r ~  AE

Equation 2.1

Calculated values are given in Table 2.2 for the broadest electron and light hole states. 

The dot layers are coupled if the tunnelling time is less than the recom bination time, 

which is o f the order o f nanoseconds. An estimate o f the recom bination times in our 

samples has been made using Equation 2.2, where the density o f dots has been 

determined from SEM measurements (Section 2.1.2), J is the current density and e the 

electronic charge. This gives a recombination time o f less than 0.2ns.

densityofdots x layers
T ~ --------------------------------------rec TJ x e

Equation 2.2

Values are not given for the heavy holes, as it was impossible to resolve the peaks due 

to the energy resolution o f the program, this would suggest that the half-width is small 

and hence the tunnelling time is large and the heavy holes must be uncoupled. The table 

shows that the electrons in the DW ELL structures are definitely uncoupled and the light 

holes in the DW ELLs are probably uncoupled, depending on the exact values o f the 

recombination times but that the standard quantum dot structures are coupled.
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Structure AE, eV t, ns Coupled?

3-layer DWELL electrons 1.44E-08 4.57E+01 No

3-layer DWELL light holes 6.78E-07 9.71E-01 No

5-layer DWELL electrons 9.27E-09 7.10E+01 No

5-layer DWELL light holes 4.60E-07 1.43E+00 No

7-layer DWELL electrons 6.95E-09 9.47E+01 No

7-layer DWELL light holes 3.41E-07 1.93E+00 No

3-layer dots in GaAs electrons 3.23E-05 2.04E-02 Yes

3-layer dots in GaAs light holes 1.65E-04 3.99E-03 Yes

3-layer dots in AlGaAs electrons 2.83E-06 2.32E-01 Yes

3-layer dots in AlGaAs light holes 3.44E-05 1.92E-02 Yes

Table 2.2 Calculated transmission times and coupling o f layers 

2.1.4 D evice Processing

All the structures have been processed both into oxide isolated stripe contact Fabry- 

Perot laser devices as shown in Figure 2.8 and into multisection devices as described in 

the following sections. The process was performed by Mr Paul Hulyer in the Cardiff 

Cleanroom facility. The patterned oxide layer provides the lateral current confinement. A 

stripe width o f 50pm  is used. After a bulk device, the oxide isolated stripe contact is the 

next simplest device architecture. It involves the least processing steps and therefore is 

most reproducible. It also has minimal effects on the material properties whilst still 

reducing the active area and hence the current required for operation.

Au-Zn
Oxide

Active Region

_} _ _ _ _ _ _ _

Au - Ge - Ni - Au ...
....

Figure 2.8 Schematic diagram of the cross-section o f an oxide isolated stripe device
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The wafers are cleaved into chips o f width 300pm and lengths o f between 300 and 

1500pm. The facets o f the devices are left as cleaved as the reflectivity o f the air- 

semiconductor boundary (0.3) is sufficient to allow laser action in the device lengths 

studied.

The device chips are then mounted on a copper heatsink, which is itself mounted on 

a TO-39 transistor header, using a conducting two part silver epoxy (Figure 2.9) and run 

in pulsed mode to reduce heating. The standard conditions are 1kHz and 300ns, which 

have been tested by varying the pulse length and repetition rate and looking for any 

temperature induced changes in the operating characteristics. For measurements 

designated as being taken at room temperature or 300K, there is no additional cooling.

Figure 2.9 Schematic diagram o f two separate laser devices m ounted on copper heatsink
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2 .2  O p e r a t i n g  W a v e l e n g t h  a n d  S p e c t r a l  S h a p e

As all our devices emit light in the plane o f the junction then the operating 

wavelengths o f all our quantum dot and quantum well lasers are determined mainly by 

the material properties due to the large optical cavity length and hence the small cavity 

effects. Although Fabry-Perot modes are visible, due to the cavity, the position o f the 

peak gain determines the laser wavelength. This is in contrast to a VCSEL where, due to 

the much smaller cavity size, cavity effects dominate the wavelength selection.

The laser operating wavelength and spectral shape can be determined using the 

experimental apparatus as shown in Figure 2.10. This includes a boxcar for measuring the 

applied currents (using a transformer to measure the voltage generated by the current 

pulse) and a m onochrom ator, photo-multiplier tube and additional boxcar channel for 

measuring the voltage output from the photo-multiplier tube. For measurements where 

the light signal is large, then it is also necessary to use an intervening neutral density filter 

between the laser and monochrom ator to prevent saturation o f and damage to the photo

multiplier tube. A linear polarizing filter is also normally used to separate the 

contributions from T E  and TM polarised light (unless otherwise specified we are 

normally looking at the T E  emission). It is important that this is used for any accurate 

measurements as the system spectral response is different for each polarization and hence 

the calibration o f this assumes the polarizing filter is present. These measurements are 

normally repeated as a function o f operating current.

The apparatus is set up for complete automated data acquisition using a computer for 

control and to save the data. Necessary inputs are the desired start, stop and step 

wavelengths and the desired current to be supplied to the device.

48



to boxcar
photomultiplier tubemonochromator

to current 
r supply 
and boxcar

Q) Q)

I I
(A CO 

*< =3 
=  CD 
CD “ *

<— Q)
2  o  cr3  Cn(D
w § o 3

O  n  "ft 
IT = Q 3  
QJCDP"
cr
CD

Figure 2.10 Schematic diagram of the experimental apparatus for spectral measurements

2.3  L i g h t -C u r r e n t  C h a r a c t e r i s t i c s

2.3.1 Introduction

A great deal o f information can be obtained simply from measuring the light-current 

(L-I) characteristics o f a laser. Once the electrical characteristics have been checked on a 

curve tracer this is often the first measurement taken on every device. In this case, the 

optical power is determined using a standard p-i-n photodiode operated in 

photoconductive mode and a boxcar to measure the voltage generated by the 

photoconductive current through a known resistor. The current through the laser is again 

measured using a pulse transformer.
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Examples o f good and poor device characteristics are shown in Figure 2.11 for a 

selection o f real devices. For a good device, it is desirable to have a low threshold current 

and a constant steep slope above threshold. Kinks in the slope above threshold can be 

due to a change in the operating mode o f the laser and this is to be avoided as many of 

the subsequent measurements (eg gain and loss) measure the modal properties o f the 

devices. It is usually the case that a small number o f devices measured exhibit non-ideal 

characteristics at this stage, presumably due to small imperfections in the as cleaved 

mirror or perhaps non-ideal mounting, and these can be discarded. The gradual change in 

slope at threshold seen in two of the L-I curves shown below (high threshold and kinks) 

may be due to incomplete pinning of the Fermi levels and therefore carrier densities, 

resulting in a continued rise in spontaneous emission above threshold133, 341.

0.25
kinks
low differential efficiency
high threshold
good

0.20

_d 0.15

O)
- 1 0.10

0.05

0 100 200 300 400 500

Current, mA

Figure 2.11 Examples o f some o f the L-I characteristics measured.
Non-ideal characteristics are indicated.
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W hen we are looking at the potential for high power operation o f lasers the threshold 

current is not as im portant as the slope efficiency, as in use the devices would be driven 

at many times threshold. Also important in this case is that there is no thermal rollover in 

light output due to heating within the device. This is seen more often when devices are 

operated in continuous current (CW) mode as opposed to pulsed current mode. It is also 

more prevalent in VCSEL devices as the geometry is much smaller. As heating is more a 

property o f the device geometry and heat sinking arrangements rather than a material 

property, the interest o f this thesis, the devices are run in pulsed mode to try to eliminate 

any effects due to this. The absence o f significant heating during the pulsed 

measurements has been verified by repeating a measurement with different pulse lengths 

and repetition rates and checking for any heating induced differences in threshold current 

and wavelength.

If the light scale is calibrated as described below to obtain the output power, P, as a 

function o f  current, then this allows calculation and comparison o f  the overall (wall plug) 

and differential quantum (slope) efficiencies o f the different lasers. The differential 

quantum efficiency, r)d is given by Equation 2.3 where q is the electron charge and v the 

frequency o f the laser light emitted.

Hd
_±_
hv

^  for (I> Ilh)
d l

Equation 2.3

If  these measurements are made as a function o f temperature an d /o r length then 

additional information can be gained.

In the case o f multiple lengths then it becomes possible to make a calculation o f the 

net internal optical loss, the internal differential quantum efficiency and the threshold 

modal gain[25! although it is more accurate to use the multisection m ethod as described in 

section 2.4. The net internal optical modal loss, a, and the internal differential quantum 

efficiency, r], can be calculated by plotting the reciprocal differential quantum efficiency 

versus length for a number o f devices. The values o f a, and r\{ can be calculated from the 

gradient and intercept respectively as shown in Equation 2.4.
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i a ,

Equation 2.4

The threshold modal gain is defined as being equal to the sum of the net optical loss 

and the mirror loss as shown in Equation 2.5, repeated from Equation 1.8.

2.3.2 Experim ental  Meth o d

As the m easurement o f the light-current characteristics is perform ed in pulsed mode 

then it is necessary to measure the current, voltage and light using a boxcar. This piece of

measurement time windows. These time windows are aligned within the current pulse by 

use o f a multiple channel oscilloscope. The average value within the measurement 

window is then transmitted to the computer by the boxcar.

The light is measured by a silicon photodetector placed immediately above the device. 

If  the device is placed at a fixed distance and in a fixed position relative to the 

photodetector, then it is possible to calibrate the light scale using the known 

photodetector response and knowing the emission wavelength o f the laser (see section 

2.2). The photodetector response is shown in Figure 2.12. It can be seen that the 

photodetector response is changing rapidly within the wavelength range o f the lasers 

measured in this thesis (~1000nm) therefore an accurate wavelength measurement is 

essential for this calibration.

L

Equation 2.5

apparatus allows measurement of the experimental parameters only during defined
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Figure 2.12 The spectral response of the Si detector used in the measurements

2.3.3 Results

Shown below (Figure 2.13) are some example light current curves for a selection of 

our quantum dot structures. With extremely low threshold current densities o f 24 and 25 

Acm 2 being reported in the literature135'371 it can be seen that our threshold current 

densities are larger than the best devices. However, although these were also DWELL 

structures, the devices used were 19.2mm long and 14mm respectively, almost ten times 

the maximum device length o f 2mm that we have measured. Slightly higher threshold 

current densities of 26 Acm'2 have been reported by G.T Liu et al[38] with shorter devices 

of 7.8mm. More recent results for dots emitting at 1.3pm demonstrate that even for 

shorter 5mm long devices with uncoated facets, threshold current densities as low as 

32.5Acm"2 can be achieved1391.
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I suspect that non-radiative recombination must play a major role in increasing the 

threshold currents densities from somewhere close to these other results to the values we 

obtain for our devices o f 240-400 Acm 2. To see if this is the case and to evaluate the 

intrinsic radiative performance we might obtain if we could remove these extrinsic non- 

radiative mechanisms, I would like to separate out the non-radiative processes by looking 

at the radiative current only. By doing this I hope to determine the intrinsic performance 

of the dots themselves. The method by which the radiative current is determined is 

described in Section 2.5.

0.12

5-layer (M1965) 865 pm 
7-layer (M1961) 550 pm 
5-layer (M1959) 750 pm 
3-layer (M1958) 2000 pm

0.08

0.04

0
0 300 600 900

Current Density, Acm '2

Figure 2.13 Light vs. current density for a selection of devices
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2 .4  T h e  M u l t i s e c t i o n  T e c h n i q u e  a n d  A p p l i c a t i o n s

The multisection technique was developed by co-workers in Cardiff140'. It is based on 

the variable stripe length method of determining gain'41, 421, but with the advantage o f all

the measurements being taken on a single chip. The approach does not require as high a

the active region o f the device. As light travels through an interacting medium, its 

intensity varies exponentially with distance as shown in Equation 2.6, and Section 1.2.2 

where Ix is the intensity after distance x, I0 is an initial intensity from a point source, x is 

the length travelled, a, is the loss coefficient and g is the modal gain. The device is 

designed for single pass operation so treatment o f the mirror losses is no t required.

In a device though, there exist many point sources which all contribute to the 

measured intensity, I, at the facet. To obtain an expression for the total amplified 

spontaneous emission intensity measured at the facet, IASE, Equation 2.6 is integrated 

over the whole length, L, o f the active region giving Equation 2.7 to Equation 2.9.

wavelength resolution as the Hakki-Paoli gain measurement technique'43', which needs a 

resolution o f the order o f 0.5A'44' compared to only 10A for the multisection technique.

2.4.1 Theory

The theory behind both the variable stripe length m ethod and the multisection 

technique is derived by considering the attenuation (or gain) o f light travelling through

Equation 2.6

Equation 2.7

(g-a,)x ~\L

Equation 2.8

Equation 2.9

55



By measuring this amplified spontaneous emission spectrum for two or more 

different lengths, L, the gain, g, losses, a ;, and unamplified spontaneous emission, I() can 

be derived.

2.4.2 Experim ental  D etails

The Fabry-Perot laser structure described earlier in Section 2.1.4 is modified by 

etching the top contact into equal sized sections. Angled facets and an absorber region at 

the back are used to ensure a single pass measurement. A window can be etched in the 

top o f the device to allow a check to be made o f the pumping levels o f the sections. For 

the equations below to be valid, the length o f the sections used and the pumping levels of 

these sections m ust be the same. For the measurements perform ed in this work, only the 

front two sections need to be contacted with the gold wire. The devices are mounted on 

a copper header as before and are run in pulsed mode to reduce heating. The device 

structure is illustrated in Figure 2.14.

Section 2

Passive
segment

ASE

Figure 2.14 Schematic diagram of the multisection device used for measurements o f the
gain, loss and unamplified spontaneous emission spectra140'

To apply the currents and measure the light emitted, the experimental apparatus used 

is similar to that described in Section 2.2 for the standard spectral measurements but with 

the addition o f a second current supply for section 2. For each current range in use, the 

currents for the two sections are carefully calibrated using a current probe.
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A gated photon counter is used for measuring the light instead o f the boxcar due to 

the small light signal levels present in spontaneous emission. The speed o f measurement 

is set from the computer. This controls the signal to noise ratio as it determines for how 

long the photon counter averages. The standard settings are fast (2seconds), medium 

(20seconds), slow (200seconds). The signal to noise ratio is proportional to the square 

root o f the time as shown in Equation 2.10. For the standard time settings above, the

signal to noise ratio is increased by a factor o f y/\0  or 3.16 for each step. This in turn 

means that we need the signal to increase by a factor o f approximately three in order to 

reduce the m easurement time by one step.

Equation 2.10

The current pulses and measurement gates are set up using an oscilloscope and are 

illustrated in Figure 2.15 and Figure 2.16 below. For the gain measurements, the front 

section is pum ped using a double length pulse with the second section only being 

pum ped during the latter half o f this. This allows the amplified spontaneous emission to 

be collected almost instantaneously when both the front section only and the front two 

sections are being pumped. These measurements are necessary to derive the gain as 

described in Equation 2.11. For the loss measurements, first the front section is pumped, 

then the second section. The gates are arranged such that the light gates are set within the 

current gates, as the photon counter is the most sensitive and this avoids interference 

from the rapidly varying current pulses.

If we measure the light emitted from the facet when only the front section is pumped 

this gives us the initial intensity, which as the sections are all identical will be the same for 

any section o f the device.
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Figure 2.15 Current pulses and measurement gates for gain measurements

SI Current Pulse

S2 Current Pulse

SI Current Gate

S2 Current Gate

SI Light Gate

S2 Light Gate

Figure 2.16 Current pulses and measurement gates for loss measurements
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2.4.3 N et  G a in

To measure the net modal gain the front section is first pumped to provide a 

reference spectrum It. Both sections are then pumped together to the same current 

density to give a signal I1+2. In this configuration, the front section then provides gain to 

the light travelling though from the ‘identical’ back section. This gain can be calculated 

using Equation 2.11 where L is the section length. In this equation, the gain calculated is 

the net modal gain. To get the total modal gain you must add on the modal loss, the 

calculation o f which is described in the next section.

gain = {G -  a i) = In 1+2

/
- 1 /L

Equation 2.11

An example o f the raw data spectra and the calculated gain spectrum is shown in 

Figure 2.17.
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Figure 2.17 Example amplified spontaneous emission and gain spectra 
for a seven-layer quantum dot structure taken with a drive current of 150mA
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2.4.4 Loss

Many-body effects within pumped sections cause emission at energies below the 

absorption edge o f the unpumped regions. As this emission is guided along the device it 

is attenuated only by internal scattering — this allows us to calculate the internal loss 

coefficient a, using Equation 2.6, where gain (absorption) equals zero, by plotting the 

natural log o f the transmitted intensity against the length o f unpumped section. The 

gradient is equal to a,.

By a similar m ethod to that used for the gain, we can spectrally resolve the absorption 

by comparing the ASE intensity from any two measurements with different unpumped 

lengths but the same pum ped length. The simplest way o f doing this is to take the ASE 

spectra when pum ping first the front section only to provide a reference signal, and 

then the second section only to the same current density, I2 and use Equation 2.12. The 

absorption can be calculated by measuring the light transmitted through the absorbing 

front section o f the device from the ‘identical’ back section, I2.

1

a ' = I
InT  A_2

T v

Equation 2.12

An example o f a calculated absorption spectrum is shown in Figure 2.18. The modal 

loss, oCj is obtained from the value o f the absorption where it tends to a constant value at 

energies below the absorption edge o f the unpumped regions.
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Figure 2.18 Example absorption spectrum for a quantum well device, 
showing the measured amplified spontaneous emission spectra and 

the value o f the loss fitted at long wavelengths

2.4.5 U namplified Spontaneous Emission a n d  Pf factor

The unamplified spontaneous emission can also be found by transforming the same 

data taken for the gain using Equation 2.13. This equation allows us to correct the 

measured amplified spontaneous emission for the effects o f gain and absorption along 

the cavity, hence allowing us to extract the true spontaneous emission.

spon In L lL
h

-1 /  L A
A+2 2 / i

Equation 2.13

However, although though this gives the correct shape for the spontaneous emission it is 

in arbitrary units that are dependent on the units o f It and I1+2 , which are in arbitary units 

due to the unknown proportion o f light detected in the experiment. To calibrate this 

collection factor we can make use o f the inversion factor, PF. This is calculated as shown 

in Equation 2.14 where G p(hv) is the modal gain (which is the measured net modal gain 

spectrum with the addition o f the loss) and Ispon(hv) is the uncalibrated unamplified 

spontaneous emission spectrum. The symbols f  and f 2 are the occupation probabilities of
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the electron and hole states respectively, C’• is the calibration factor and hv is the energy 

of the light.

P  _ f x - f i  _ i 

F / , ( i - A )

2__2\
r,wmod

(hv) n
7T2h 3C2

Gp(hv)

hoon{h v )

Equation 2.14

To calibrate the unamplified spontaneous emission spectra we can take the ratio of our 

measured modal gain (equal to the net modal gain plus the modal loss) and spontaneous 

emission spectra and multiple this by the energy squared. If  we have a thermal 

distribution then the P F equals that derived from the Fermi - Dirac distribution as shown 

in Equation 2.15 and illustrated in Figure 2.19. We can therefore use the value of the PF 

at low energies (where it should tend to 1) to calculate the calibration factor C{ by finding 

the factor necessary to make the experimental low energy value o f PF unity, assuming we 

either know or can calculate the other constants.

pF = = 1 -  exp
h v - A E

kT

Equation 2.15
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Figure 2.19 Calculated examples of the form of PF spectra where the occupation of the 
states follows Fermi-Dirac Statistics. Lines from left to right are for increasing AEF.
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If we don’t have a thermal distribution, it may still be possible to use this method to 

calibrate the unamplified spontaneous emission provided that a region can be identified 

where PF equals unity. This region can be identified by a region where the measured PF 

takes its maximum value and saturates with respect to increasing current1451. Sample PF 

spectra are shown in Figure 2.20

The calibration factor C{ can then be used to normalise the unamplified spontaneous 

emission spectra as shown in Equation 2.16 and illustrated in Figure 2.21.

R<PJ h '') = C, x l , p, j h v )

Equation 2.16
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Figure 2.20 PF spectra for an example device, for increasing currents
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Figure 2.21 Example calibrated unamplified spontaneous emission spectra

2.5 C a l c u l a t i n g  t h e  O v e r a l l  R a d i a t i v e  E f f i c i e n c y

The overall radiative efficiency is a measure of the proportion o f the input current 

that is converted into light output. This output includes spontaneous emission as well as 

stimulated emission and is measured at a set current density rather than being a 

differential efficiency. The overall radiative efficiency, assuming stimulated emission is 

negligible in this case, is defined by Equation 2.17.

J to ta l

Equation 2.17

where the spontaneous emission current density for a particular mode, is equal to 

the integral o f the calibrated spontaneous emission spectrum, multiplied by the 

electronic charge.

J spm= e \ l spmd (h v )  

Equation 2.18
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C h a p t e r  3 N o n - T h e r m a l  C a r r i e r  D i s t r i b u t i o n

3.1 I n t r o d u c t i o n

This chapter starts by looking at the seven-layer sample, which shows an interesting 

set of PF spectra. I will then investigate the possible causes o f this by looking at the gain, 

spontaneous emission and PF spectra for a number o f different devices and discussing 

their similarities or differences to this case.

3.2 PF S P E C T R A

If  we look at the PF spectra for the seven-layer sample as a function of current there 

are several interesting points to note (see Figure 3.1).
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Figure 3.1 PF Spectra for the seven-layer sample, measured at 300K
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It is clear that the sample is not in full thermal equilibrium, as at lower energies the PF 

does not resemble that given by Fermi Dirac statistics (see Equation 3.1, repeated from 

Section 2.4.5 and illustrated in Figure 3.2). It can also be seen that there is no easily 

identifiable energy region in which the PF tends to a maximum value that saturates with 

increasing current1451. As such, it is unclear how we can use this PF to calibrate the 

spontaneous emission spectra and hence obtain the intrinsic performance of the sample 

using the method in Section 2.4.5.

PF = - A — = i _ exp h v - A E f N 
k T

Equation 3.1

1—cc
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Figure 3.2 Calculated examples o f the form o f PF spectra where 
the occupation o f the states follows Fermi-Dirac statistics
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Other samples, such as the quantum well sample and the three-layer quantum dot 

layer sample do show ‘normal’ PF spectra as illustrated in Figure 3.3 and Figure 3.4 

respectively. At low energies, the spectra are noisy due to the very low light levels.
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Figure 3.3 PF Spectra for the quantum well sample, measured at 300K
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Figure 3.4 PF spectra for the three-layer quantum dots in bulk
GaAs sample, measured at 300K

In order to understand the differences in these PF spectra we first need to look at the 

spontaneous emission and gain spectra from which the PF is calculated and investigate 

how these should look when the population of the states follows Fermi-Dirac statistics 

and how they might look for other carrier distributions.
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3 .3  Sp o n t a n e o u s  E m is s io n  a n d  Ga in  Sp e c t r a

For an ensemble o f identical dots, the ground and excited states should be sharp 

(within the limits o f  the homogeneous broadening). However, for a real device there is a 

spread o f energies for each energy state due to the inhomogeneous distribution o f dot 

shapes and sizes as shown by the low temperature photoluminescence data in Section

2.1.2. Therefore, I have taken a Gaussian distribution o f dot states to represent this effect 

(see top o f Figure 3.5). Only the ground state is illustrated.

If there is a thermal distribution of carriers between the dots, then Fermi-Dirac 

statistics should be followed. At a finite temperature, eg 300K, then this will be 

broadened as shown in middle o f Figure 3.5, with a Fermi level dependent on the carrier 

density. For increasing carrier density, this leads to a blue shift o f the peak of the 

spontaneous emission for that energy state due to band filling effects, as shown in the 

bottom  o f Figure 3.5.

If  carriers within one dot are not able to easily transfer to another dot then there can 

be no thermal distribution o f carriers between the various dot states. If  for example, 

carriers can be captured into a dot but cannot subsequently leave that dot, then the dots 

will be populated according to the carrier capture and recom bination rates o f dots of 

different sizes. This could result in equal capture into all dots in which case the dots’ 

energy states will then fill up randomly with increasing carrier density, leading to no net 

change in wavelength o f  the peak o f the spontaneous emission for that energy state as 

shown in Figure 3.6. This fixed spectral shape would also be true for any system where 

the relative carrier density within each dot does not change with increasing injection level, 

not just where there is equal population o f the dots[46l

The gain spectra should show similar trends with increasing current as the 

spontaneous emission.
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3.4  S e v e n - L a y e r  Sa m p l e

If we look at the measured gain spectra, for the seven-layer device they do look 

broadly as expected (Figure 3.7), with both the ground and excited states clearly 

distinguished and an increase in gain for increasing current. It can also be seen that the 

ground state gain has not yet saturated for these injection levels. This is consistent with 

observations in the literature that the maximum modal gain is of the order o f 5-1 Ocm1 

per layer1271, which for this seven-layer sample would be a total gain o f between 35-70cm_1 

for the ground state.

70
excited  sta te

exp ected  ground 
sta te  saturation

CD
ground state

300mA
200mA
150mA
100mA
75mA
50mA

- 8 0  l—  
1.10

energy, eV

Figure 3.7 Gain spectra as a function o f current for the seven-layer sample, with dotted 
lines indicating the expected saturated value ground state gain for a seven-layer sample.

If we then go on to look at the measured unamplified spontaneous emission spectra 

for this sample, we can start to identify some characteristics o f a non-thermal carrier 

distribution (Figure 3.8). It can be seen that the peak wavelength o f the excited state 

(1.20-1.30eV) is behaving as expected for a thermal distribution o f carriers with a distinct 

blue shift as previously described.
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Figure 3.8 Unamplified spontaneous emission for seven-layer device, measured at 300K 

However, if we look at the ground state of the dots (l.l-1.2eV, Figure 3.9) it can be 

seen that the peak o f the ground state spontaneous emission spectra does not change 

significandy with increased pumping. This fixed spectral shape, regardless o f the current 

injection can be because the relative carrier density within each dot does not change, thus 

indicating a system of isolated dots. This would suggest that the ground states of the dots 

are isolated leading to random filling of the dots and no carrier redistribution, leading to a 

non-thermal distribution. The slight red shift highlighted in the inset o f Figure 3.9 may be 

due to many body Coulomb effects narrowing the transition energies of the dots. Such 

effects should still occur in dot structures due to the presence o f carriers in the 2D 

wetting layer147,481.
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Figure 3.9 Expansion of ground state in Figure 3.8 above

3.5  S u m m a r y  o f  O t h e r  St r u c t u r e s  m e a s u r e d

The same effect as seen in the seven layer sample, a non-thermal ground state 

combined with a thermal excited state, can be seen in the spectra taken from the five- 

layer device as shown in Figure 3.10. It is also possible in this case to distinguish the 

wetting layer emission, as identified in the figure. This is due to the lower number of dot 

ground and excited states, due to the fewer dot layers, meaning that the wetting layer 

becomes occupied at lower total current densities[49].

The peak emission of the wetting layer appears to increase in energy at a faster rate 

than the dot excited state. However, this is unlikely to be the case since it would imply 

that the number o f pairs of states per unit energy is smaller in the wetting layer than in 

the dot excited state.
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Figure 3.10 Unamplified spontaneous emission spectra for five-layer device,
measured at 300K

To look in closer detail, the spontaneous emission spectra have been fitted with 

multiple Gaussian curves using Origin. This uses a fitting program to determine the 

combination o f Gaussian curves that when summed together gives the best overall fit to 

the spontaneous emission spectra. This allows accurate determination o f the positions of 

the ground, excited and wetting layer states. An example fit is shown in Figure 3.11 for 

the 100mA current spectra in Figure 3.10.

From this it is possible to plot the peak energy of the ground state versus the current 

for a selection o f different structures. This comparison is shown in Figure 3.12.
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The results for all the different structures measured are summarised in Table 3.1 

below.

Structure Type Ground State Excited State

Emission  

from Wetting 

Layer?

M1966
Single 

Q uantum  Well
Thermal N /A N /A

M1809 Single layer dot Thermal Thermal Yes

M1958
3-layer 

DW ELL
Non-Thermal Thermal Yes

M1959
5-layer

DW ELL
Non-Thermal Thermal Yes

M1961
7-layer 

DW ELL
Non-Thermal Thermal No

M1962
3-layer Q  D ot 

in Bulk GaAs
Thermal Thermal No

Table 3.1 Summary o f spontaneous emission measurements
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The one-layer sample appears to be in full thermal equilibrium. Example measured 

unamplified spontaneous emission spectra for this device are shown in Figure 3.13. It can 

be seen that the peak wavelengths of both the ground and excited (and wetting layer) 

states show a clear blue shift.
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Figure 3.13 Unamplified Spontaneous Emission Spectra for Device 
with a Single Quantum D ot Layer, measured at 300K

Perhaps more surprising is that a multiple layer sample such as the three-layer 

quantum dot sample could be in thermal equilibrium as for a global Fermi-level to exist 

this infers that the layers must be coupled. This is consistent with the modelling of the 

electronic coupling in Section 2.1.3. The spontaneous emission, gain and PF spectra are 

shown in Figure 3.14, Figure 3.15 and Figure 3.16 respectively for the three-layer 

quantum dot in bulk GaAs sample.
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Figure 3.14 Unamplified spontaneous emission spectra for a three-layer 
quantum dot in bulk GaAs device, measured at 300K
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Figure 3.15 Gain spectra for a three-layer quantum dot in bulk
GaAs device, measured at 300K
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Figure 3.16 PF spectra for a three-layer quantum dot in 
bulk GaAs device, measured at 300K

3.6  C o n c l u s i o n s

The irregularities in the PF observed in some of the samples studied here may be due 

to some non-thermal distribution o f carriers, probably mainly affecting the ground state. 

In the next chapter, I will develop an analytical model to investigate how some different 

non-thermal distributions affect the PF spectra with a view to being able to determine 

how a non-thermal P F can be used to calibrate the unamplified spontaneous emission 

spectra and hence obtain the radiative current and intrinsic device performance.

It is also apparent that the samples with a lower number of dot layers show a more 

thermal distribution o f carriers although even in this case there are some possible non- 

thermal characteristics visible in the PF spectra.
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Chapter  4 MODELING PF

4.1  I n t r o d u c t i o n

In this section, a simple model has been developed to examine the factors affecting 

the interpretation o f the P f spectra calculated from experimental data, which was 

described in the previous chapter. It includes the effects o f the homogeneous broadening 

o f the transition and the inhomogeneous broadening o f the dot states.

4 .2  T h e  M o d e l

The dot electron and hole states are calculated using experimental values for the 

transition energies and the inhomogeneous broadening. The transition energies are taken 

from the peak energies o f the experimental spontaneous emission spectra in the previous 

chapter. The inhomogeneous broadening is calculated from the full width at half 

maximum, FWHM, o f the low temperature photoluminescence measurements (Section 

2.1.2) by assuming a Gaussian distribution. The value for the standard deviation, a , can 

be found from Equation 4.1.

FWHM FWHM 
2V(21n2) 2.35

Equation 4.1

The heavier hole mass produces a Gaussian distribution o f states that is much 

narrower than that o f the electron states[49].

The position, in energy, o f the electron and hole states were calculated with reference 

to the wetting layer where the top o f the wetting layer hole states was defined as 2ero 

energy. The calculated inhomogeneously broadened density o f states can be seen in 

Figure 4.1 where the blue lines denote the dot ground state and the red lines the dot 

excited state. D ue to the symmetrical nature o f our experimental dots in the growth plane 

(see Section 2.1.2), a degeneracy o f two is assumed for the quantum dot excited states 

from the equivalence o f the two in-plane directions.
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Figure 4.1 Calculated inhomogeneously broadened dot states, where the blue lines 
denote the dot ground state and the red lines the dot excited state

The positions o f the quasi Fermi levels were determined as follows. Using an input 

quasi-Fermi level separation it is possible to calculate the electron (n) and hole (p) density 

and iteratively calculate the position of the electron and hole Fermi levels until charge 

neutrality is satisfied (i.e. until n=p). The process used to achieve this is shown in Figure

4.2.
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Figure 4.2 Calculation o f  Quasi-Fermi levels 

The values o f n and p can be calculated by using Equation 4.2 and the equivalent 

formula for holes, Equation 4.3|25].

» - ^ 2 > p +7m

(EFe- E  u ) / k T
e x J

p =
kTm*h 
nfi2 2>n+ ,(0 - E Fh) l kT

Equation 4.2

Equation 4.3

These equations are derived by integrating the density o f states multiplied by the 

Fermi function as shown in Equation 4.4 for electrons and the equivalent formula for 

holes Equation 4.5. p c(E) and p v(E) are the density o f states (per unit area per unit energy) 

in the conduction and valence bands respectively..

n = \ p c{E)f(E)dE

Equation 4.4
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\ p X e \ \ -  f(E )\lE

Equation 4.5

Equation 4.2 and Equation 4.3 are applicable to a two-dimensional quantum well 

layer and so this approach assumes that the wetting layer states determine the position of 

the quasi-Fermi levels. This would have been valid as a first approximation due to the 

relatively low num ber o f states in the zero-dimensional dots compared for the two- 

dimensional wetting layer149', however the program was further refined to include the 

contribution from the dot states.

The num ber density o f dot states is 15xl010cm 2 calculated using Equation 4.6 and an 

experimentally determined dot density o f 5x1010 c m 2 (see Section 2.1.2). This is for a 

single layer o f dots. The density of wetting layer states, for the first sub-band, is 3.01 xlO29 

cm 2e V 1 given by Equation 4.7.

density o f dot states = number density o f dots x ^  (state x degeneracy)
states

Equation 4.6
*

YYl
DoSwl = —j  

m

Equation 4.7|24'

The difference in quasi-Fermi levels obtained with and w ithout the dot states 

included is indeed small, for example with an input Fermi level separation o f 1.2eV the 

difference is less than 0.01%. Although the correction is small, in the following 

discussions the Fermi level has been calculated explicitly including the contribution from 

the dot states.

The quasi-Fermi levels are then used to calculate the probability o f occupation o f the 

states for the particular energy pair Ej and E 2. The energy pairing is determined by 

allowing electrons to recombine only with a hole in the same size dot. This has the effect 

o f pairing the higher energy electron states with the lower energy hole states within the 

same energy level Gaussian distribution (see Figure 4.1). Although in reality the selection 

rule in quantum dot systems is one o f position selection (i.e. recombination only within 

the same dot) this is a useful approximation to make, as it is closer to reality than allowing 

free recombination between any electrons and holes.
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These occupation probabilities ft and f2 are then input into the general model of 

Equation 4.8 where the sum over the states refers to the ground and excited state. By 

comparison with the equations for gain and spontaneous emission derived in Section 1.9 

we can see that the numerator determines the gain and the denominator, the spontaneous 

emission. The gain (absorption) and spontaneous emission are not calculated for the 

quantum well.

Pf (hv)  =
X  JM2B(£,, a)L(h v - E n r ) [ f 2 ( £ , ) - / ;  (E, %IE,

states

I  J M 2B(/* v ,a)L(h v - E „ r ) [ f 2(E, ){\ -  / , (E, )}p£ ,
states

Equation 4.8

Equation 4.9 determines the inhomogeneous broadening (in eV) due to the 

dispersion o f dot sizes and shapes as discussed in Section 1.8.2.

B(E,a) =
1

o 4
exp (E Eenscmhle)

2or2

Equation 4.9

Equation 4.10 determines the homogeneous broadening (in eV).

CYJ, C  ̂ 1 J h y ~ E )S(hv  -  E,y)  = — se c /z  -------------
Try \  y  )

Equation 4.10

The homogeneous broadening is applied by calculating, for each inhomogeneously 

broadened energy state, the energy distribution due to the homogeneous broadening. 

These homogeneously broadened energy distributions are then summed together to give 

the overall distribution.

Note that the hyperbolic secant function is commonly used in gain calculations to 

replace the Lorentzian function1501 that was described in Section 1.8.1 (and repeated in 

Equation 4.11 below) because a Lorentzian broadening function leads to the unphysical 

absorption at energies below the band gap as shown in Figure 4.3.
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Figure 4.3 Gain calculations using Lorentzian form o f homogeneous broadening, 
showing the unphysical absorption at energies below the band gap

The main difference between the two functions is the differing amounts in the tails, 

shown in Figure 4.4 as the red shaded area.1501. The Lorentzian over estimates the effect 

o f the homogeneous broadening due to this slowly decaying tail. The widths o f the Sech 

and Lorentzian functions are denoted as y and A respectively to highlight that these 

values are not the same, this can be seen in Figure 4.4.

LQiv-E,  A) =
A

n ( h v - E f + b

Equation 4.11
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Figure 4.4 Comparison of the Sech and the Lorentzian lineshape functions

4.3 I n p u t s

Most o f the values used in the calculation are taken from experimental data or 

literature values o f material parameters and these are summarised in Table 4.1 below. The 

main variables are the inhomogeneous broadening, the homogeneous broadening, and 

the quasi Fermi level separation.

The inhomogeneous broadening has been varied in the range o f a =5meV to 50meV 

with 15meV being the standard value. This value was taken from the experimental values 

derived from low temperature photoluminescence measurements as detailed in Section 

2 .1.2 .
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Initial modelling used a value o f between 5 and 50peV for the homogeneous 

broadening151, 521. However further investigation o f the literature revealed a paper by P. 

Borri et al153’ suggesting a much higher value o f homogeneous broadening may be 

possible with values between 5 and 20meV at 295K. This higher value o f homogeneous 

broadening is comparable to the inhomogeneous broadening in our samples. Other 

authors have also suggested homogeneous broadening values in this range, for example 

Sugawara et al1541 quote room  temperature homogeneous broadenings o f between 16 and 

19meV and M atsuda quote a value of 12meV, also at 300K[551. In order to determine 

which range o f values are more appropriate for our devices, results from both situations 

are included below together with a discussion o f which situation m ost closely matches 

the experimental results already presented in the previous chapter.

The range o f  values for the quasi-Fermi level separation has been taken directly from 

the experimental gain spectra discussed in the previous chapter.
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Variable Range (Standard) Source

I nhomogeneous 

broadening, a
5-50 (15) meV Low temp PL, Section 2.1.2

Homogeneous 

broadening, y

5-50 (20) peV 

5-25 (15) meV

Sugiyama, Y., et all51) 

P. Borri et al'53'

Quasi-Fermi level 

separation, A EF
l.l-1.3eV Gain Spectra, Chapter 3

G round State Energy 1.15eV
Spontaneous Em ission Spectra, 

Chapter 3

Excited State Energy 1.24eV
Spontaneous Em ission Spectra, 

Chapter 3

Wetting Layer Energy 1.35eV
Spontaneous Em ission Spectra, 

Chapter 3

D ot Density 5 x l0 10cm'2 SEM, Section 2.1.2

Table 4.1 Inputs to the model
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4 .4  T r u e  T h e r m a l  D i s t r i b u t i o n

The initial situation modelled is that o f a well-behaved quantum dot system described 

by a single quasi-Fermi level separation, as this is the simplest to compare to accepted 

experimental results and theory. The lower range o f homogeneous broadening was used 

and experimental values o f inhomogeneous broadening.

Output from the program can be seen in Figure 4.5 showing that the PF as defined in

Section 2.4.5 and calculated from the ratio o f the gain and spontaneous emission does fit

that derived from Fermi-Dirac statistics, as expected.

**—
in

curve fit y=(1-exp((x-a)/b)); 
a=1.20000, b=0.0258546

computer modelling:
fermi sep=1.2, T=300K kT=0.02585eV

-1 0
1.21.0 1 . 1 1.3

energy, eV

Figure 4.5 O utput o f Thermal Model Fitted with Equation for a Thermal PF
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Using the lower range of homogeneous broadening, altering the value of the 

inhomogeneous and the homogeneous broadening has no apparent effect on the 

modelled PF shown above in Figure 4.5. This is to be expected as a true thermal PF can be 

characterised completely using only the quasi-Fermi level separation and the temperature. 

Changing the inhomogeneous broadening does however affect the modelled gain and 

spontaneous emission as shown in Figure 4.6 and Figure 4.7 but these effects cancel in 

the calculation o f the P F.

3x10
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inhomo 10meV  
inhomo 15meV  
inhomo 20meV  
inhomo 30meV  
inhomo 40m eV  
inhomo 50m eV

hom ogeneous  
broadening 20^ieV 
Ef 1.122

W 2x10

1x10

excited state

1.2 1.31.0 1.1

energy, eV

Figure 4.6 The effect on the spontaneous emission spectrum o f changing the 
inhomogeneous broadening — low homogeneous broadening
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Figure 4.7 The effect on the gain spectrum o f changing the inhomogeneous
broadening — low homogeneous broadening

If however we look at the same set o f data, i.e. changing the inhomogeneous 

broadening, but using the higher level of homogeneous broadening, Y=15meV, then 

there is an effect on the Pf; spectra, as shown in Figure 4.8, showing that a strongly 

homogeneously broadened system cannot be fully described by Fermi-Dirac statistics. 

The closest curve to that given by Fermi-Dirac statistics is that with an inhomogeneous 

broadening o f 25meV. Curves with lower values o f inhomogeneous broadening no 

longer tend to unity at low energies as expected from Fermi-Dirac statistics but instead 

tend to a lower value. The shape o f the curves is also altered. This would suggest that 

where inhomogeneous broadening dominates then Fermi-Dirac statistics can be used to 

describe the system but where homogeneous broadening dominates this is no longer an 

accurate description. As inhomogeneous broadening is reduced in experimental devices 

due to improvements in growth techniques, then this will become increasingly important.
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Figure 4.8 Pf spectra with varying inhomogeneous broadening levels
for the high homogeneous broadening case.
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As in the low homogeneously broadened case, the effects o f changing the 

inhomogeneous broadening can be seen in the gain and spontaneous emission spectra 

(Figure 4.9 & Figure 4.10).
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Figure 4.9 The effect on the spontaneous emission spectrum o f changing the 
inhomogeneous broadening — large homogeneous broadening

It can be seen in Figure 4.9 that as the inhomogeneous broadening is increased, the 

spontaneous emission peaks broaden and reduce in intensity. For the largest levels of 

inhomogeneous broadening, it is difficult to distinguish the ground and excited states. 

The standard deviation characterising the inhomogeneous broadening that was obtained 

from our experimental devices by low temperature PL measurements, varied between 14 

and 21meV depending on the structure. For the corresponding curves o f 15 and 20meV 

in Figure 4.9 it can be seen that the ground and excited states are distinguishable, as was 

observed in the experimental results presented in the previous chapter.
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Figure 4.10 The effect on the gain spectrum o f changing the 
inhomogeneous broadening — large homogeneous broadening

The effect o f the inhomogeneous broadening on the gain spectra can be seen from 

Figure 4.10. As the inhomogeneous broadening increases, the gain and absorption peaks 

consequendy broaden and reduce in intensity.

Changing the value o f the homogeneous broadening has a similar effect on the gain 

and spontaneous emission to that o f the inhomogeneous broadening. This can be seen in 

Figure 4.11 and Figure 4.12 for the higher range o f homogeneous broadening. With an 

inhomogeneous broadening value o f 15meV, the curve in Figure 4.11 closest in form to 

the experimental curves in Chapter 3 is that where the homogeneous broadening is 

between 10 and 15meV. This would suggest that the homogeneous broadening in our 

samples is comparable to the inhomogeneous broadening.
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Figure 4.11 Spontaneous emission — inhomogeneous broadening 15meV,
varying homogeneous broadening
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Figure 4.12 Gain spectra — inhomogeneous broadening 15meV,
varying homogeneous broadening
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The effect o f changing the value o f the carrier density can be seen by changing the 

quasi-Fermi level separation through Equation 4.2 and Equation 4.3. The effect of this 

on the PF is to change the intersect o f the curve with zero. This is illustrated in Figure 

4.13. The effects on the gain and spontaneous emission are shown in Figure 4.14 and 

Figure 4.15 respectively. It can be seen that the gain and spontaneous emission both 

increase with increasing quasi-Fermi level separation whilst absorption decreases, as 

expected from experiment. The figures below show data from the high inhomogeneous 

broadening case, the same effect is also true o f the low homogeneous broadening case.

AEf=1.20eV N=4.17e25 
AEf=1.18eV N=2.85e25 
AEf=1.16eV N=1.95e25 
AEf=1.14eV N=1.33e28 
AEf=1.12eV N=9.06e24 
AEf=1.10eV N=6.19e24

-1 0  L
1.0 1.2 1.31 . 1

energy, eV

Figure 4.13 Effect on the PF o f changing the quasi-Fermi level separation
(low homogeneous broadening)
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Figure 4.14 Effect on the gain o f changing the quasi-Fermi level separation
(high homogeneous broadening)
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Figure 4.15 E ffect on the spontaneous em ission o f  changing the
quasi-Fermi level separation (high hom ogeneous broadening)

98



4.5  Q u a s i  T h e r m a l  D i s t r i b u t i o n

To look at what happens to the PF as you move away from a thermal distribution, the 

next system modelled was one where the ground and excited states of the dots are 

described by separate quasi-Fermi levels1561. In this instance, the excited state of the dots 

has a Fermi level in common with the wetting layer (and hence is in thermal equilibrium 

with the wetting layer) and the dot ground state has a smaller quasi-Fermi level 

separation.

If we look at Figure 4.16, the PF for a quasi-thermal distribution, we can see that we 

get a more complex P F, which can be fitted by two separate thermal distributions. The 

thermal distribution fitted over the range of ground state energies uses the ground state 

quasi-Fermi level separation, and that fitted over the energy range o f the excited state 

uses the excited state quasi-Fermi level separation. Although the ground state is not in 

thermal equilibrium with the excited state, as this would need a global quasi-Fermi level 

separation, the carriers within it are distributed according to Fermi-Dirac statistics. It is 

important to note that both fitted PF curves extrapolate back to one for low photon 

energies.
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-10
1.0 1.1 1.2 1.3

energy, eV

Figure 4.16 O utput o f quasi-thermal model fitted with equations for thermal PF,
low homogeneous broadening case

ground state curve fit y=(1-exp((x-AEp)/kT)) 
AEF=1.20, kT=0.02585 

excited state curve fit y=(1-exp((x-AEF)/kT)) 
aEf=1.22, kT=0.02585

computer modelling;
fermi sep = 1.2; fermi diff = 0.02;
T=300K; kT=0.02585eV
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As the difference in the quasi-Fermi level separations is increased, it becomes 

possible to have P f spectra that cross zero twice, once for the ground state and again for 

the excited state. This is shown in Figure 4.17 below. Similar results are obtained for the 

high homogeneous broadening case as shown in Figure 4.18.

v=20peV
a=15meV

difference in quasi-Fermi 
level separationsu _

-10
0.05eV
0.04eV
0.03eV
0.02eV
0.01eV
O.OOeV

-1 5

-20
1.0 1.1 1.2 1.3

energy, eV

Figure 4.17 Quasi-thermal model with varying quasi-Fermi level separations
low homogeneous broadening case

100



0

a 15meV 
y 15meV 
AEr 1.2eV1.5

y=0
fermidiff 0.05eV 
fermidiff 0.04eV 
fermidiff 0.03eV 
fermidiff 0.02eV 
fermidiff 0.01 eV 
fermidiff O.OOeV

-3.0

-4.5

1 .0 1.1 1.2 1.3

energy, eV

Figure 4.18 Quasi-thermal model with varying quasi-Fermi level separations
high homogeneous broadening case

This time, by altering the value of the inhomogeneous broadening, there is an effect 

on the modelled PF. This is shown in Figure 4.19 for the low homogeneous case, where it 

can be seen that increasing the inhomogeneous broadening smoothes the transition 

between the ground and excited state, as might be expected. Changing the 

inhomogeneous broadening affects the modelled gain and spontaneous emission in the 

same way as for the thermal case. The results are shown in Figure 4.20 and Figure 4.21.
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Figure 4.21 Effect on the spontaneous emission o f changing the 
inhomogeneous broadening, low homogeneous broadening

For the high homogeneous broadening case, however, the situation is more complex 

as shown in Figure 4.22. For lower values of the inhomogeneous broadening, where the 

homogeneous broadening dominates, the resultant PF spectra are sm oother than for the 

higher values o f inhomogeneous broadening where this dominates over the 

homogeneous broadening. If  we look closer at the curves for inhomogeneous broadening 

values o f 20 and 25meV, as shown in Figure 4.23, then it can be seen that increasing the 

inhomogeneous broadening does smooth the PF curve and reduce the intensity of the 

peak as in the low homogeneous broadening case.

103



1

0

o 15meV  
y 15meV

1 inhom o 2 5 m e V  
inhom o 2 0 m e V  
inhom o 15 m eV  
inhom o 10 m eV  
inhom o 5 m eV

2
0.9 1.1 1.3 1.50.5 0.7

Energy, eV

Figure 4.22 Effect on the P F spectra o f changing the 
inhomogeneous broadening, high homogeneous broadening
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Figure 4.23 Enlargement o f  Figure 4.22, effect on  the PF spectra o f  changing the
inhom ogeneous broadening, high hom ogeneous broadening
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If we go on to look at the spontaneous emission and gain spectra for the high 

homogeneous broadening case, as shown in Figure 4.24 and Figure 4.25 respectively, we 

can see that whilst the spontaneous emission is behaving as might be expected it is the 

gain spectra that is causing the unusual effects in the PF spectra discussed above. Again, if 

we look closer at the 20 and 25meV inhomogeneous broadening curves, as shown in 

Figure 4.26, we can see that the centre o f the gain spectra is starting to become smoother 

again with increasing inhomogeneous broadening.
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Figure 4.24 Effect on the spontaneous emission o f changing the 
inhomogeneous broadening, high homogeneous broadening

105



1.0x10

0

y 15meV

inhom o 2 5 m eV  
inhom o 20 m eV  
inhom o 15m eV  
inhom o 10m eV  
inhom o 5m eV

10-1.5x10
1.0 1.1 1.2 1.3 1.4

Energy, eV

Figure 4.25 Effect on the gain spectra o f changing the 
inhomogeneous broadening, high homogeneous broadening
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Figure 4.26 Enlargement o f  Figure 4.25, effect on  the gain spectra o f  changing the
inhom ogeneous broadening, high hom ogeneous broadening
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Finally, if we look at the PF spectra, spontaneous emission and gain spectra with 

changing homogeneous broadening but fixed inhomogeneous broadening, as shown in 

Figure 4.27, Figure 4.28 and Figure 4.29 respectively, we can see that increasing the 

homogeneous broadening smoothes the spectra, with the peaks consequendy broadening 

and reducing in intensity.
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Figure 4.27 Effect on the PF spectra of changing the 
homogeneous broadening, high homogeneous broadening
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Figure 4.28 Effect on the spontaneous emission spectra o f changing the 
homogeneous broadening, high homogeneous broadening
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Figure 4.29 E ffect on the gain spectra o f  changing the
hom ogeneous broadening, high hom ogeneous broadening
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4.6 N o n - t h e r m a l  G r o u n d  St a t e  D i s t r i b u t i o n

To take this further, the next step was to m odel the system where although the 

excited state is still in thermal equilibrium with the wetting layer, the ground state is best 

described by a non-thermal, random distribution o f  carriers. In this case there is no quasi- 

Fermi level for the ground state, instead the probability o f  occupation o f each state is 

equal and depends only on the number o f states and the num ber o f  available carriers.

This was implemented into the previous code by using the calculated Fermi level and 

subsequent Fermi-Dirac occupation probabilities for the excited state but using a uniform 

occupation probability for the ground state. Since the ground state and excited state are 

defined as no t in thermal equilibrium with each other we have the freedom to chose the 

occupation probability o f the ground state completely independently, as long as the value 

is between zero and one (as a probability outside this range is meaningless). The total 

carrier density can be found by integrating each occupation probability multiplied by the 

density o f states.

Some results for various pairs o f electron and hole probabilities are shown in Figure 

4.30.
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Figure 4.30 Effect on the P F spectra o f changing the 
ground state population, high homogeneous broadening

If  we zoom in to show the y range from —2 to 2 we can see that for occupation 

probabilities between zero and one, the P f never exceeds the value o f one. This is 

illustrated in Figure 4.31. The maximum P f o f one is reached when £x is zero, so the hole 

states are fully empty, and f2 is one, so the electron states are full. This is the situation 

corresponding to full population inversion. However, as may be obvious, unless either 

the electron or the hole states are fully populated the function does not tend to one and 

the calibration procedure cannot rely o f the P F being one.
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Figure 4.31 Expanded view o f Figure 4.30 

The corresponding spontaneous emission and gain spectra are shown in Figure 4.32 

and Figure 4.33 respectively. These show that the excited state gain and spontaneous 

emission stay constant throughout, as the excited state quasi-Fermi level separation stays 

constant but as the population o f the ground state increases, due to increasing f2 and 

decreasing f1? the gain o f the ground state varies between full absorption and full gain and 

the ground state spontaneous emission increases.
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Figure 4.32 Effect on the spontaneous emission spectra o f changing the 
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Figure 4.33 E ffect on  the gain spectra o f  changing the ground
state population, high hom ogeneous broadening
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4.7 Co n c l u s io n s

It can be concluded from the results o f the modelling that the situation closest to that 

o f the experimental measurements presented in Chapter 3 is that o f a non-thermal 

ground state distribution. The electrons in the ground state o f each dot are fully isolated 

and can interact with neither the excited state in the same dot nor indeed with the ground 

nor other states in any neighbouring dot.

O ther possibilities include a situation where the ground state electrons are in thermal 

equilibrium but no t the holes. This would violate charge neutrality with the individual 

dots but there is some evidence from the literature that this is possible in some 

circumstances157*. This would require considerable further w ork to model, and as such, is 

outside the scope o f the thesis.

It has no t been possible to simulate a PF that exceeds a value o f  one, however, it is 

clear from the results o f the modelling that using the P F for calibration o f the unamplified 

spontaneous emission spectra does not depend on full therm al distribution. As long as 

our device has a thermal distribution over some energy range, (e.g. excited state and /or 

wetting layer) we can fit to the thermal portion and extrapolate back to where the value 

equals one.

It can also be seen that where we have a homogeneous broadening that is comparable 

to the inhomogeneous broadening the spectra are very sensitive to which form of 

broadening is dominant.
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C h a p t e r  5 E f f i c i e n c y  a n d  I n t r i n s i c  P e r f o r m a n c e

5 .1  O v e r a l l  R a d i a t i v e  E f f i c i e n c y

5.1.1 I n t r o d u c t i o n

Due to the small area coverage o f dots in the junction plane o f a quantum dot laser, it 

has been suggested that electrons may pass through the structure w ithout ever seeing the 

dots, thus contributing to a lower overall radiative efficiency than would otherwise be 

achieved. For our structures with dots o f diameter 20-25nm and density 5x l0 locm 2, this 

area coverage is 20%.

Therefore, to improve the performance o f dot laser structures it has further been 

suggested that the dot layers should be placed within a separate quantum  well structure, 

commonly referred to as a DW ELL structure11'. This may im prove the injection efficiency 

compared to a standard quantum dot laser as the well layer could provide a more efficient 

path for carrier capture. Although by the nature o f  the Stranski-Krastanow growth 

mechanism the dots are already accompanied by a wetting layer, this layer is extremely 

narrow and thus has a wide energy separation that may limit its potential usefulness for 

carrier injection.

In this section, I have determined the relative probability o f  occupation (PF spectra) 

o f states for the DW ELL, standard quantum dot and our quantum  well comparison 

structures detailed in Chapter 2. This has then been used to calibrate true spontaneous 

emission measurements and hence calculate the overall radiative efficiency o f our devices 

as detailed in Section 2.5.

In using the P F spectra to calibrate the spontaneous emission, I have made use o f the 

assumption, from the modelling results in the previous chapter, that we can use the fit 

over the excited state energies to determine the calibration factor. An example fit is 

shown in Figure 5.1. The overall radiative efficiency (including both TE and TM 

contributions) has been calculated as a function o f drive current density for each device 

using the m ethod in Section 2.5. The current density has been calculated from the drive 

current by using the section length o f 300pm  and assuming an effective stripe width of 

60pm due to current spreading (verified by looking at the near field emission).
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Figure 5.1 Example PF fit to excited state, extrapolated back to low energies

5.1.2 D ots In  W ell versus Standard Quantum  D ots

We start by comparing a three-layer dwell structure and a three-layer standard 

quantum dot structure in Figure 5.2. The large uncertainty, represented by the error bars, 

arises largely from the uncertainty in the calibration procedure. However, it still appears 

from the larger efficiency o f the DWELL structure that there is indeed an advantage to 

using a structure with an added quantum well. The data for the DW ELL device also 

seems to indicate that the efficiency o f this structure is more current density dependent 

than the non-DW ELL structure. It is not clear why this would be so.
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Figure 5.2 Overall radiative efficiency as a function o f current density for a three-layer 
standard quantum dot device and a three-layer DW ELL structure

In addition, the results for the five and seven-layer DW ELL structures are more 

similar to the three-layer non-DW ELL structure as shown in Figure 5.3, rather than the 

three-layer DW ELL device. All four of the quantum dot structures seem to show a 

decrease o f efficiency with increasing current density, apart from the three-layer DWELL 

device at low current density, whereas the quantum well device has an efficiency that 

increases with increasing current density. A radiative efficiency that increases with current 

density probably arises because the radiative process increases faster with carrier density 

than the non-radiative process. This is well known for quantum well lasers [25l
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Figure 5.3 Comparison o f the radiative efficiency of all the 
device structures as a function o f current density

In a quantum well laser, the radiative process is approximately proportional to n x p 

or n2 whereas Shockley-Read-Hall defect related recombination is proportional to n |25l 

This would lead to an increase in efficiency with carrier density. A non-radiative process 

that increases faster than n2 such as Auger recombination (proportional to n3) or a 

thermally activated leakage current would lead to a decrease in radiative efficiency with 

increasing current or carrier density.

To confirm that the efficiency has the same dependence on carrier density as current 

density (which might include other extrinsic processes), in particular for the data that 

exhibits an increase and then a decrease in efficiency, I have plotted the efficiency versus 

the transparency point energy, which is derived from the gain spectrum. An increasing 

transparency point implies an increasing carrier density. If  the system can be described by 

Fermi-Dirac statistics, then the transparency point is also the quasi-Fermi level 

separation.
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To allow all the data to be plotted on the same graph in Figure 5.4 I have subtracted 

the low temperature PL peak energy from the transparency point energy. Each of the 

curves in Figure 5.4 has the same shape as in Figure 5.3 indicating that the current density 

can be used as an indicator o f the carrier density. In addition, the efficiency appears to 

peak at approximately the same place on the x-axis indicating that similar processes may 

be responsible for the shape of the efficiency characteristics.

40
3-layer DWELL 
5-layer DWELL 
7-layer DWELL 
3-layer Q Dot 
Quantum Well

0.10 0.15- 0.10 -0.05 0 0.05

normalised transparency point energy, eV

Figure 5.4 Comparison of the radiative efficiency all device structures where the 
x-axis is the transparency point energy normalised by the subtraction

o f the low temperature PL peak energy.

If we then look at the calibrated spontaneous emission (Figure 5.5), and choose 

suitable currents such that the radiative current (area under the calibrated spontaneous 

emission spectrum) is approximately equal then we can see that the contribution from the 

excited state is much greater for the 3-layer dwell structure than for the other structures.
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Figure 5.5 Calibrated unamplified spontaneous spectra, measured at 300K 

As ground state operation is generally considered the ideal, then the increased 

radiative efficiency of the 3-layer dwell structure is due to the excited state emission and 

therefore not as useful as might be thought.

5.1.3 Gro und  State versus Excited State E fficiency

To investigate this further the radiative efficiencies for the ground and excited state 

have been calculated independently. To determine the contribution to the overall 

radiative efficiency from the ground state, the extent o f the ground state emission was 

determined by fitting the spontaneous emission spectra with two Gaussian curves, one 

for the ground state emission and one for the excited state emission. It was decided that 

this was a more accurate way o f determining the split than simply taking the halfway 

point between the peaks, as at energies between the peaks o f the ground and excited 

states there is some contribution from both o f the states.

□— a 3 layer dwell 
©— © 3 layer QDot 

dwell 
dwell
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For the devices with fewer quantum dot layers, it was necessary to also include an 

additional Gaussian peak in the fitting routine to account for the wetting layer emission. 

This is due to the low gain per quantum dot layer in our structures and hence a higher 

threshold carrier density requirement, which in turn excites the wetting layer. An example 

spectrum of the true spontaneous emission for the 3-layer DW ELL structure showing 

the wetting layer emission can be seen in Figure 5.6.
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Figure 5.6 The true spontaneous emission spectra fitted with Gaussian contributions 
from each state, measured at 300K for the five-layer DWELL sample

Once the Gaussian curves have been fitted to the data, it is then possible to calculate

the separate efficiencies o f each state from the areas under the Gaussian curves. A

comparison o f the ground state efficiencies is shown in Figure 5.7.
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Figure 5.7 Comparison o f variation with current density
o f the ground state efficiencies

It can be seen that the 3-layer Dwell structure has a comparable ground state radiative 

efficiency to the other structures, confirming that it is likely that the increased overall 

radiative efficiency is due to excited state and /o r wetting layer emission rather than 

ground state emission and therefore for most purposes undesirable. This is confirmed by 

looking at the excited state efficiencies as shown in Figure 5.8.

In addition, the relative magnitudes o f the spontaneous emission from the ground 

and excited states may have another effect on device performance through the relative 

magnitudes of the gain, which are related to the spontaneous emission as described in 

Section 1.9. Laser action will occur on the peak o f the gain spectrum and if the excited 

state to ground state gain ratio for the three-layer DW ELL is larger than the other 

samples then this device will switch from ground to excited state lasing at a lower 

injection level. Indeed the peak o f the gain spectrum and the lasing wavelength are shifter 

to higher energy, which is a characteristic o f excited state emission for this structure.
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Figure 5.8 Comparison o f  the variation with current density
o f the excited state efficiencies

5.1.4 Va r ia t io n  w it h  C u r r e n t  o f  t h e  E f f ic ie n c y

I f  we then look at the variation with current o f the excited state radiative efficiency in 

Figure 5.8, in particular for the 3-layer Dwell structure, we can see that there is an initial 

increase followed by a gradual decrease.

This initial increase in the excited state efficiency may be explained by the ground 

state saturating as the current density is increased, hence forcing a greater proportion of 

the carriers into the excited state. There is then a gradual reduction in efficiency as the 

losses increase at higher current densities.

This variation with current o f the excited state radiative efficiency direcdy translates 

into the variation with current o f the overall radiative efficiency due the greater 

proportion o f excited state emission.
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5.1.5 Spe c t r a l  E x p l a n a t io n

One possibility as to why the 3-layer D W ELL structure may have more excited state 

emission could be due to the larger separation between the excited and ground states as 

shown by the spectrum in Figure 5.5. This could make it m ore difficult for the electrons 

and holes to relax down to the ground state before they recom bine in the excited state.

As to why the DW ELL structure seems to offer litde advantage in terms o f overall 

radiative efficiency, this may be due strain fields around the dots158,591. Although the area 

coverage o f the dots is only 20%, the strain fields around the dots, due to lattice 

mismatch needed for their growth by the Stranski-Krastanow mechanism (see Section

1.7.2) increases their effective capture cross section making the introduction o f an 

additional carrier capture layer unnecessary.

5 .2  I n t r i n s i c  P e r f o r m a n c e

5.2.1 In t r o d u c t io n

To investigate the level o f device performance that may be possible from optimised 

quantum dot lasers, in this section I will investigate the intrinsic performance.

In Section 5.2.2 I first look at the gain versus the total current density in order to 

check that the threshold currents predicted from  the multisection gain devices are 

comparable to those measured in from our Fabry-Perot laser devices. These curves are 

also used to investigate the form o f the fitting equation that is m ost appropriate for our 

devices.

In Section 5.2.3 the gain has then been plotted against the radiative current density 

calculated, as in Section 5.1 above, from  the area under the calibrated spontaneous 

emission spectra. The spontaneous radiation current at threshold would be the lasing 

threshold value in the absence o f non-radiative recom bination1601. As ground state 

operation is the m ost im portant, I have then gone on to look at the ground state gain 

both versus the overall radiative current density and versus the ground state radiative 

current density.
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From these results, it is possible to determine the intrinsic performance o f the 

quantum dots and hence predict the ultimate limits on device performance, for example, 

what might be the lowest possible threshold currents that could be achieved with a fully 

optimised quantum dot laser with the same degree o f  inhom ogeneous broadening. This 

could be further improved on if the inhom ogeneous broadening could be reduced. These 

predictions can then be compared to the best results already published and discussed in 

Section 2.3.3.

The choice o f num ber o f layers o f dots is im portant, as there is a trade o ff between 

the lower transparency current density and the differential gain. A lower transparency 

current density may be achieved through use o f  a lower num ber o f do t layers'61' (due to 

the lower num ber o f dots that need to be populated) bu t for finite device lengths and 

uncoated facets, the higher differential (and total) gain that may be achieved by using 

multiple layers o f  dots can give lower threshold current densities. The data presented in 

the following sections is all for the seven-layer DW ELL sample.

5.2.2 Ga in  - Current Curves

By plotting the peak o f the modal gain (measured net m odal gain plus the measured 

loss), obtained using the multisection technique, against the current density, it is possible 

to determine the transparency current density (zero gain) from  the intercept o f the gain 

curve with the current density axis. If  we then calculate the distributed mirror losses for 

various typical device lengths, we can calculate the threshold current densities for these 

device lengths and compare these to our laser devices processed from  the same material. 

The threshold gain is equal to the sum o f the internal loss, a,, and the distributed mirror 

loss, aM. The distributed mirror loss can be calculated using Equation 5.1 where Lc is the 

cavity length and R is the power reflectivity o f  the mirrors.

Equation 5.1
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The experimental points of the gain versus current density curve are commonly fitted 

by a curve of the form given in Equation 5.2, where J tt is the transparency current density, 

and shown in Figure 5.9. This form is due to Mcllroy1161 and is appropriate for a quantum 

well where the gain o f a single pair o f sub-bands saturates at high currents.

G = GJn
\ ^ t r  J

Equation 5.2

ground state gain 
y=aln(x/b) a=14.0, b=180 
excited state gain 
y=aln(x/b) a=38.4, b=295

o 40
c
C O
Q)
To 20
■ao
E

1000

current density, A cm'2

Figure 5.9 Experimental gain-current density curve fitted 
with g=goln(J/Jtl) for the seven-layer structure
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However, it has been suggested that this form  may not be suitable for quantum dot 

devices, and an alternative form is given by Zhukov et al|62] and shown in Equation 5.3, 

where J tr is the transparency current density and G sat is the saturated value o f the modal 

gain and y is a fitting parameter. It is this form  o f  equation that I have made use of 

throughout the remainder o f this section.

G = Gsat 1 -  exp - r
J tr J

Equation 5.3

An example gain versus current density curve is shown below in Figure 5.10 for the 

seven-layer structure. It can be seen that the transparency current density is 205Acm2. 

Mirror losses, where it is assumed that the laser facets are uncoated so that the mirror 

reflectivity is determined by the refractive indices o f the sem iconductor and air, and 

threshold current densities for some typical device lengths are shown in Table 5.1. The 

values o f threshold current density inferred from  the measured gain-current density 

curves agree well with those from the experimental laser devices tested, which were 

between 240 and 400Acm 2 for the 2mm long devices as discussed in Section 2.3. For all 

these lengths, lasing is on the excited state.
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Figure 5.10 Example gain current curves showing ground state and excited
state peak gain for the seven-layer structure
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Device length, Lc Mirror Loss, aM Calculated Threshold Current Density, Jth

420pm 28.7cm 1 725A cm'2

550pm 21.9cm 1 620A cm 2

865pm 13.9cm 1 510A cm 2

2000pm 6.01cm 1 420Acm'2

Table 5.1 Threshold current densities calculated from the
gain current curve in Figure 5.10

5.2.3 G a in  v e r s u s  R a d ia t iv e  C u r r e n t

The gain can be plotted against the total radiative current densities calculated from 

the integral o f the calibrated spontaneous emission curves. This is shown in Figure 5.11 

for the seven-layer sample. This shows us the transparency current density that, in theory, 

could be achieved if we could eliminate all non-radiative current paths w ithin the device. 

This gives a value o f 23Acm'2, comparable with the best-reported threshold current 

densities discussed in Section 2.3.3. The calculated spontaneous current densities required 

to achieve threshold gain for some typical device lengths are show n in Table 5.2.
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peak gain
y=a(1-exp(-b((x-c)/c))) a=139, b=0.0501, c=23.3

0 100 20 0  30 0  400

radiative current density, A cm'2

Figure 5.11 Seven-layer sample - peak gain versus radiative current density

D evice length, Lc Mirror Loss, aM Threshold Current Density,

420pm 28.7cm 1 160Acm'2

550pm 21.9cm 1 131Acm'2

865pm 13.9cm1 99Acm'2

2000pm 6.01cm 1 69A cm 2

Table 5.2 Threshold current densities calculated from the 
peak gain versus radiative current density
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However, if we require our devices to operate on the ground state we must 

additionally look at ground state gain with current. We can see a small improvement in 

the transparency but the differential gain is less and therefore threshold current densities 

for typical device lengths are higher as shown in Table 5.3.
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0 100 2 0 0  3 0 0  4 0 0

radiative current density , A cm '2

Figure 5.12 Seven-layer sample — ground state and excited state gain
versus radiative current density

Device length, Lc Mirror Loss, ocM Threshold Current D ensity,

420jnm 28.7cm4 420Acm'2

550pm 21.9cm 1 275Acm~2

865pm 13.9cm4 170Acm'2

2000pm 6.01cm4 lOOAcm2

Table 5.3 Threshold current densities calculated from the 
ground state gain versus radiative current density

o  excited state gain
□ ground state gain
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It is clear that considerable current is being lost through excited state emission. If we 

then look at the ground state gain plotted against the ground state radiative current 

density, we can predict the ultimate performance that could be possible if excited state 

emission could be eliminated. This is shown in Figure 5.13. A transparency current 

density of 6Acm 2 is predicted along with the threshold current densities shown in Table 

5.4. It can be seen that even for modest device lengths such as 2mm, the predicted 

threshold current density o f 19Acm'2 is well below the best-reported values o f 24Acm'2 

and 25Acm 2 already quoted135,361. If we go to still longer devices such as the 19.2mm or 

14mm used in these references then the threshold current density reduces further to less 

than 14Acm2.

ground s ta te  ga in  v s  grou n d  s ta t e  cu rren t 
a s  420p mm ___
a = 550p m
a s 865p m  m - 
a m = 2m m
a s  5m m

E
o
c
C O
O)
C O

~oo
E

radiative current density, A cm ”2

Figure 5.13 Seven-layer sample - ground state gain 
versus ground state radiative current density
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Device length, Lc Mirror Loss, aM Threshold Current Density, Jth

420pm 28.7cm 1 43.9A cm 2

550pm 21.9cm 1 36.3A cm 2

865pm 13.9cm 1 27.4Acm'2

2mm 6.01cm 1 19.0Acm 2

5mm 2.4cm'1 15.4A cm"2

14mm 0.9cm'1 13.8Acm'2

19.2mm 0.6cm 1 13.5Acm 2

Table 5.4 Threshold current densities calculated from  ground state gain 
versus ground state radiative current density (Figure 5.13)

5 .3  E v a l u a t i o n  o f  O r i g i n  o f  N o n -R a d i a t i v e  R e c o m b i n a t i o n

To evaluate the origin o f the non-radiative recom bination in our devices I have 

plotted the natural logarithm o f the drive current density against the natural logarithm o f 

the radiative current density. Shockley-Read-Hall defect related recom bination would give 

rise to a gradient o f 0.5, a dominant radiative process w ould give a gradient o f 1 and an 

Auger process would give rise to a gradient o f  1.5.

If  we first look at the quantum  well sample, shown in Figure 5.14 below, it can be 

seen that at low current densities the total current density is increasing at a slower rate 

than the radiative current density. These current densities would be equivalent to around 

threshold in a laser device. Following the discussion in section 5.1.2, this would indicate 

that a Shockley-Read-Hall defect related recom bination was dominating. As the current 

increases the gradient approaches one.
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Figure 5.14 Ln (drive current) versus In (radiative current density) 
for the quantum well sample, measured at 300K

If we then look at the quantum dot devices, shown in Figure 5.15 below, we can see 

that for both the five-layer DWELL sample and the three-layer quantum dot sample that 

gradient is slighdy over one suggesting that radiative recombination dominates but that 

some Auger or thermally activated leakage process may be present. The seven-layer 

DWELL sample is similar at high current densities but may additionally have some defect 

related recombination present at lower current densities.

The three-layer DWELL sample however shows a markedly different behaviour. At 

high current densities there is a very steep gradient suggesting that an Auger or thermally 

activated leakage process dominates. A thermally activated leakage process would be 

consistent with the excited state and wetting layer emission observed in the unamplified 

spontaneous emission spectra shown in Figure 3.10 and the reduction in radiative 

efficiency at high current densities shown in Figure 5.3.
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Figure 5.15 Ln (drive current) versus In (radiative current density) 
for the quantum dot samples, measured at 300K
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5.4 C o n c l u s i o n s

To conclude this chapter, I have measured the carrier distribution and overall 

radiative efficiency in several different InGaAs quantum -dot laser structures. It was 

found that, contrary to expectations, there was no large difference in efficiency between 

DW ELL and non-D W ELL structures.

I then went on to look at the variation o f  the m odal gain with radiative current 

density. This gave us the intrinsic performance that could be expected from our devices if 

all non-radiative current paths were eliminated.

Intrinsic threshold current densities have been predicted for devices o f different 

lengths (and hence mirror losses) and com pared to current best-reported results. It is 

clear that the limits o f quantum dot device perform ance have no t yet been reached and 

that a factor o f 1.7 improvement in threshold current density could be achieved, even 

w ithout reduced inhomogeneous broadening.

A t the present time, these samples contain a significant proportion o f  non-radiative 

recombination. Initial measurements indicate that Shockley-Read-Hall recombination is 

present with the addition o f at least one other non-radiative process at higher current 

densities. A thermally activated leakage process is likely as the dom inant mechanism at 

higher current densities.
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C hap ter  6 Su m m a r y  a n d  F u r t h e r  W ork

6 .1  S u m m a r y

In this thesis, I have investigated the physics and perform ance o f InGaAs quantum 

dot lasers through several means.

In Chapter 2 I com pared the threshold characteristics o f  laser devices with multiple 

layers of dots with the best comparable devices reported in the literature135 371. With 

threshold current densities for our devices between 240-400Acm 2 com pared to 24 A cm 2 

in the literature, I suspected that non-radiative recom bination m ust play a major role in 

increasing the threshold currents densities. The following chapters then looked at how we 

could separate out the non-radiative processes by looking at the radiative current only 

and use this to evaluate the intrinsic radiative perform ance we might obtain if we could 

remove these extrinsic non-radiative mechanisms.

In Chapter 3 I have experimentally measured the gain and unamplified spontaneous 

emission spectra as a function o f current for a selection o f  quantum  do t structures and a 

quantum well structure using a multisection device1401. The quotient o f  the gain and 

spontaneous emission spectra were then used to calculate the P F spectra, needed to 

calibrate the spontaneous emission spectra and hence obtain the radiative current, and 

investigate the carrier distribution within the devices.

Devices with one or three layers o f  dots (and the quantum  well device) showed a PF 

spectra that is consistent with that derived from  Fermi-Dirac statistics and hence are 

determined to be in thermal equilibrium. Devices with m ore layers dots (e.g. five and 

seven layers o f dots) showed an unusual set o f P F spectra. This was determined to be due 

to a non-thermal distribution o f  carriers in the ground state by looking at the variation 

with current o f  the unamplified spontaneous emission spectra. This showed a blue shift 

o f the peak wavelength for the excited state with increasing current, consistent with band 

filling effects, but no shift, or a slight red shift o f  the peak wavelength o f the ground state 

with current due to some non-therm al carrier distribution at these energies.
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For the devices that were not in thermal equilibrium, in was unclear how best to use 

the PF spectra to calibrate the unamplified spontaneous emission spectra. Therefore, in 

the next chapter, Chapter 4, a simple model was developed to investigate the effects of 

several non-thermal carrier distributions on the calculated P F spectra. From this 

modelling it was deduced that whilst determining the absolute form o f the non-thermal 

ground state distribution was beyond the scope o f the m odel developed, it was possible 

to use a fit o f a thermal P F to the excited state P F and extrapolate back to where it tends 

to one to calibrate the measured unamplified spontaneous emission spectra. Where the 

homogeneous broadening is o f  a value comparable to the inhom ogeneous broadening, 

the resultant P F, gain and spontaneous emission spectra are sensitive to the exact balance 

between the homogeneous and inhom ogeneous broadenings.

Finally, this calibration was used in Chapter 5 to calculate the radiative current 

densities and hence to calculate and compare the radiative efficiencies o f different 

quantum dot structures, including both  D ots in Well (DW ELL) and standard quantum 

dot structures. It was found that there was no large difference in efficiency due to 

improved carrier injection in the D W ELL structures com pared to the standard quantum 

dot structures.

The calculated radiative current densities were also used to  plot the gain-radiative 

current curves and hence predict the minimum transparency and threshold current 

densities that may be possible in the future with a fully optimised quantum  dot laser. It is 

clear that the limits o f quantum dot device perform ance have no t yet been reached and 

that a factor o f 1.7 im provem ent in threshold current density could be achieved, even 

without reduced inhomogeneous broadening.

Our samples currently contain a significant proportion o f non-radiative 

recombination. Initial measurements indicate that Shockley-Read-Hall recombination is 

present with the addition o f  at least one other non-radiative process at higher current 

densities. A thermally activated leakage process is likely as the dominant mechanism at 

higher current densities.
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6.2  F u r t h e r  W o r k

It would be interesting to investigate the behaviour o f  the samples over an extended 

temperature range. For the one and three-layer samples that we believe are in thermal 

equilibrium at room  temperature, the gain and spontaneous emission measurements 

could be repeated at lower temperatures where we may expect the thermal equilibrium 

would breakdown. For the samples with m ore layers o f  dots, it would be interesting to 

see if they come back into thermal equilibrium at higher temperatures.

To further investigate the non-radiative processes active in our devices, the radiative 

efficiency could be measured at lower temperatures. This should reduce any thermally 

activated leakage current paths.

O ther possibilities for further extension o f  this thesis w ould be to increase the scope 

o f the simple theoretical model presented in Chapter 4 by treating the dots individually. 

This would allow us to take account o f the localisation o f  the electrons and holes in an 

individual dot.

Additionally, the methods employed in this work could also be applied to dots 

operating at other wavelengths or different material systems. For example dots offer the 

advantage o f  extending the emission wavelength o f GaAs based devices to the fibre optic 

telecommunication window o f 1.3-1.55pm ̂63]. It has also been suggested that quantum 

dot like states may exist G alnN /  G aN  structures due to fluctuations in the local indium 

content.[64]
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